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Manufacturers of Submarine Cables, Materials 


CG LONDON: HAUGHTON & COMPANY, 10, PATERNOSTER ROW, B.C. 


JOHNSON & PHILLIPS, 


OFFICE: 16, UNION COURT, OLD BROAD STREET, LONDON, EC: 
| WORKS : VICTORIA ROAD, CHARLTON, LONDON, SE. 


Laying Submarine Cables, and Contractors for Underground & Aerial. Telegraphs, 


Tan aying-out Machinery, Dynamometers, Bow and Stern Gear, Steam and Hand 
pe ag ges Chain Fittings, Cable Drums, Splicing and Fointing Tools, Sc. Se, 


Machines for Shallow À Deep Water. 
All Apparatus and Material used in the Construction and Maintenance of LAND LINES, vis;— 
INSULATORS—Yoknson & Phillips's Patent Fluid Insulators, and all kinds of the ordinary form. | 


of special 
POLES— Wrought Motte of various ki 


Insulated Copper Wires, Strand and Ropes, taped or braided, for Electric Lighting purposes, also Carbon Rods. 
ESTIMATES GIVEN FOR COMPLETE SYSTEMS OF ELECTRIC LIGHTING, 


LIGHT. 
SIEMENS 


‘TELEGRAPH ENGINEERS, 


MANUPACTURERS OF 


PATENT DYNAMO-ELECTRIC MACH cannons, 
and all APPARATUS ror WORKING. ELRCTRIC 


Whanvas, Docks, FACTORIES, bed Suzps; Yanpa, &c. 


Posts, 
Batteries, atric Mine spioders, and all hinds, 
communication generally, 


TELEGRAPH ENGINEERS, ELECTRICIANS, & CONTRACTORS, 


Manufacturers of all Televraph Appliances, Materials, and Machinery for Making oa: | 


trom both Patent and Ordinary ; Centipedés, Creepers, Mushrooms,’ Sinkers, Coble 


ed and Constructed for the Complete Equipment < Telegraph RES Factories and 4 
AL + ire Testing Machines for Tension, Elongation, and Torsion, Special Wire Sounding — 


Makers of Pate Patent Bichromate Batteries, and all the ordinary forms. ‘Contractors for he 


Maxers or SPECIAL UNDERGROUND TORPEDO AND WITH SINGLE on Mutrirte Comms, 


LIGHTNING CONDUCTORS BREOTED, TESTED AND MAINTAINED. 
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AVERAGE WEEKLY DELIVERY 
OVER TWENTY ENGINES. 
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2 The durability of these Engines je now eutablialied by experiehce, ene RTE night and day at the H Gas Works for over twelve months 4 
penditure f ; this bein to about 2} years average delivered ery numerous from Users - 
| nding Éngrneers, Men of of others, on to tbe Makers. Ko trouble ble with Coal, Ashes, Smoke, Insurance, Water, or constant attendauce. 
to or Water Ganges and Steam Gauges | | 


4 | STARTS AT A MOMENT’S NOTICE. a 
AME. OTTO" SILENT GAS ENGINE. 
È THEY ARE USED FOR ALL KINDS OF PURPOSES, CHIEFLY FOR HOISTING, PRINTING AND PUMPING. 


sixes { Morse 3 hi $m omerea. 


Prices include Cast-tron Stand, . ORC & Driving Pulley; Water Vessel, Several Duplicates, Gas Fittings (excepting Meter & Pipes). 


CROSSLEY BROTHERS, ne : 
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À . (HICKLEY’S PATENT). 
Wholesale and Retail Agents, = 
‘#4 M. JACKSON &. co. 
RO Orme & H. M, Cepner). 
These Telephones are acknowledgl to be perfict jor 
lie use in connecting offices, mines, &c. They are now in use spon 
‘1 mary lines, and are never known to fail. ES 
Be Price Lists of every. description of SCIENTIFIC APPARATUS ‘a : 
and CHEMICALS, post free. for three stamps each. ~ 


85, BARBIOAN, LONDON, EC. 
+ “INDEX TO TELEGRAPHIC JOURNAL ADVERTISEMENTS. 
No ts jor inserting Names and Addresses of firms whose advertisements appear for at least three 


months. consecutively in this Fournal, during the continuance of suth-advertisements, 
+ refer to the page on which the displayed advertisements will be found.) 
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E. S. Taylor & Co. 


bin min © 


| 
à 
a 
La 
| 
| 
| 
ve 
4 
4 
ee 
PAPE 
| 
-2 
| 
4 
| 
} 
} 
{ 
N 
= 


= 
Lo 


‘ 
| 24 


TELEGRAPHIC JOURNAL 


ELECTRICAL REVIEW. 


Vor. VII. JULY 15, 1879. No. CLV. 
CONTENTS : 

| Theiler’s Patent Mechanical Duplex (for | Not 
+ ill- ers Patent ex (for otes 232 
Muirhead and ine. s Quadruplex Light from Electricity ...... 228 | New Patente—1079 at 235 
System (for Land-Lines} //ustrated 223 | Wictley’s Electric Candle (illustrated) 229 | South African Telegraphy 237 
The New Form of Leclanché Battery, * | Edison’s Electric Light w+... 230 | Proceedings of Societies 237 
Dr. H. Tobler, Prof. of the Zurich | Distributing Electric Light (i//ustrated) 231 | General Science socoves SED 
Polytechnic School - ...... . + 225 od .. 232 | City Notes de ; . 238 


Correspondence 


TO INVENTORS. 


ESSRS. BREWER &. JENSEN, British, Foreign, 

and Colonial Patent Agents,give prompt personal attention 

to all matters intrusted to them. Office for Patents, 33, Chancery 
Lane, W.C. Established 1844. we 


PATENTS FOR INVENTIONS. 


OBERTSON, Broman, & Co. (established 50 

years) continue to obtain Patents for Inventions. Pamphlet, 

— special advice, gratis or by post. 166, Fleet Street, 
ndon. 


? 
(EOLOGY. — In the Preface to the Student’s 
ELEMENTS of GEOLOGY, by Sir Charles Lyell, price 9s., 
he says : —"" As it is impossible to enable the reader to recognise 
rocks and minerals at sight by aid of verbal descriptions or figures, 
he will do well to obtain a well-arranged collection of specimens, 
such as may be procured from Mr. TEN NANT (149. Strand), 
Teacher of Mineralogy at King’s College, London.” ese 
a are supplied on the following terms, in plain Mahogany 

inets :— 

100 Specimens, in Cabinet, with 3 Trays .. .. 
200 Specimens, in Cabinet, with 5 Trays .. .. 
300 Specimens, in Cabinet, with 9 Drawers 

400 Specimens, in Cabinet, with 13 Drawers .. 21 o 
More extensive Collections at 50 to 5,000 Guineas each. 
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HARBOROW & Co. 


ELECTRIC TELEGRAPH ENGINEERS, 
CONTRACTORS AND MANUFACT URERS, 


4, Circus Street, Marylebone, W. 


Makers of Block Instruments, Single and Double Needle Instru- 
ments, Coils for same with Induced Needles, 
and maintained. Batteries of every description. Electric Bells, 
Indicators, Thief and Fire Alarms for private houses, banks, hotels, 
warehouses, &c., &c. Lightning Conductors. All kinds of Electrical 
Mining Apparatus. H. and Co. draw attention to their Bells, &c., 
especially adapted formines. Models made. Experiments carried 
out.—4, Circus Street, Marylebone, London, W. 


BLOCK TELEGRAPHS AND ELECTRIC 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, 
and Engineers to their important improvements in ‘‘ Block” 
Telegraphs, especially to their new system (Patent 1874, in con- 
(cie with Messrs. Saxpy & FARMER), inspected and improved 

Captain TYLER, on behalf of the Board of Trade. Bythe use 
of this appliance, a signalman who receives a telegraphic indication 
of a line blocked from the signalman in advance, cannot possibly 
| «du contrary signal upon the outside semaphore to the engine- 


ver. 

“Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordi block system.” —The Times. 

Office and Works—4, OLp STREET, GoswELL Roap, LONDON. 


ACHINERY for covering Telegraph Wire with 
W: Silk, Cotton, Flax, Hemp, India-Rubber, Gutta-Percha, &c. 
M ire Stranding Machines. Complete sets of Machinery for the 

anufacture of Telegraph Cables. 


HOS. BARRACLOUGH, 97, BRIDGE STREET, MANCHESTER. 


Lines constructed 
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Just PUBLISHED, 
240 pp., with 94 Illustrations, demy 8vo., cloth, 9s. 


THE ELECTRIC LIGHT 


IN ITS PRACTICAL APPLICATION. 
By PAGET HIGGS, LL.D., D.Sc., Asso. M. Inst. C.E. 


CONTENTS : 

INTRODUCTORY—Lamps or Burners employing the Voltaic Arc— 
Electric “‘ Candles” and Candle Lamps—Lighting by Incandescence 
— Magneto and Dynamo-Electric Machines—Mechanical Efficiency 
of Electric Light ae Mathematical considerations 
concerning Electric Lighting—Electric Re ulators—Commercial 
Aspect of Electric Lighting—Division of the Electric Light—Mani- 
time and Military Applications—Various Applications of the Electric 
Light—Electric Carbons. 


London: E. & F. N. SPON, 46, Charing Cross. 


Small crown 8vo, cloth, price 5s. 


THE TELEPHONE, 
THE MICROPHONE, 


THE PHONOGRAPH. 
COUNT DU esp Membre de 
l’Institut. 


WITH 74 ILLUSTRATIONS. 


C. KEGAN PAUL & Co. 1, PATERNOSTER SQUARE. 


TELEGRAPH INSTRUMENT CASES. 


GEORGE BEECH, 


10, SANDRINGHAM RD., HIGH ST., 
EINGSLAIND, 


Continues to supply Railway and Telegraph Engineers with 

every description of Telegraph Instrument Cases, Single 

Needle, Block, Bell, Switch, &c. The material and work- 

manship of first quality and guaranteed. . 
Terms moderate for Cash. 


TELEGRAPH CONTRACTORS (Home or 
Forei can be supplied with every description of Cabinet 
Work, at WA . M. FOX ROFT'S TELEGRAPH CASE MANU- 
FACTORY, 54, COMPTON STREET, CLERKENWELL, E.C. Single 
and Double Needle Instrument Cases, Disc Cases, Morse Boards, 
and Bell Cases always in Stock. Teak Cases for Station Clocks 
made to order. Microphone Boards of any pattern. Tenders given. 
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“EMPRESS” WATER MOTOR 


Price List and Power of the ‘* Empress ” Motors at Various 
Pressures, April, 1879. 


‘ | Consumption à 2 | 

3 Sm ry Size of >| Revolutions | Price of 
- | | 4olbs.| Goto fo ibs.| Driving | Motor, 

3-32 in. 22 For Sewing and other qo to 70 24 in. gut. | in. 00 $0001 3 
3 | 3-32in. 14 in Light Machinery. 40 tlo 70 33 in. gut. | gin. | xin, 900 to 2500 | £4 10s, 

| | diam. width. | | 

4 | 3-16 in. 18in. r50 to 200 | 250 to 350 | Sin. 2$in. 800 to 2000 | £8 os. 
5 | 3-16in 23 in Ator|rtork|r8to2| 150 to 200 | 250 to 350 | 7in. 2$in. | rhin.|24in.| 600 to 1500 | £15 os. 
6 } in. goin. |rto2|2to3|3t04 300 500 gin. 2ÿin. |2in. | 3kin.| 400 to 1200 | £25 os, 
7 | 2of in. | 2 of |2t03|3t04|4toS| 400. 700 gin. 2}in. | 23in.| 5in. | 350 to 1000 | £35 os, 
8 | 2offin. | 20f36in.!3to4| 4tos5| 5to6 600 1000 gin. 2?in. |24in. !'6in.| 300to goo | £45 os 


MANUFACTURED ONLY BY 
wm. PAY LOB & CO. 
WORKS—111 & 113, BLANDFORD STREET, | 
OFFICES—9 & 10, SHEFFIELD BUILDINGS, 89, VICTORIA STREET, 
, METROPOLITAN BUILDINGS, QUEEN VICTORIA STREET, LONDON. 
A. COMBE 


31 & 32, KIRBY STREET, HATTON GARDEN, LONDON. 


MANUFACTURERS OF SCREWS 


OF ALL KINDS, AND SMALL WARES FOR 


Electrical, Telegraphic, Optical, Scientific, Philosophical, Surgical, and Musical Instruments. 
ENGINEERING, &c., &c. TURNERY IN ALL METALS. 


First-class work guaranteed. Estimates on application. 


THE AMERICAN NICKEL COMPANY, 


41, QUEEN VICTORIA STREET, LONDON, E.C, 


NICKEL PLATING SOLUTIONS. 


PURE NICKEL ANODES. 


Finest American Polishing Hathes, 
Material, and Chemicals. 


STEAM ENGINES AND COMPLETE OUTFITS. 


The DYNAMO-ELECTRIC MACHINE, for 
depositing Nickel, Silver, Gold, Copper, &c. 


LIVERPOOL. 


PIS Pure deposits of Nickel guaranteed, and the most practical à 
I. instructions to purchasers of outfit. 
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“NATURE” for JULY 10th, 1879. 


CLEMENTS’ ORGANIC CHEMISTRY. WILLIAM FOTHERGILL-COOKE. 
EUCLID AND HIS MODERN RIVALS. ene _ | : THE COMPARATIVE ANATOMY OF MAN, II. By Professor 


LETTERS TO THE EDITOR. FLOWER, F.R.S. 
t. S. P. OLIVER. 
On the Origin of Certain Granitoid Rocks—Henry | ON THE SECULAR EFFECTS OF TIDAL FRICTION. By 


HICKS. G. H. DARWIN. 
Distribution of on aon a (Mus rattus, Linn.) in MORE NOTES FROM KILBURN. 
Italy—Dr. HENRY H. GIGLIOLI. OUR ASTRONOMICAL COLUMN. 
Barbed Hooklets on Spines of a Brachiopod—Prof. e New Comet (SwirT, June 20). 
JOHN YOUNG. | Tempel's Comet, 1867 II. 
The DR Diagres ;. Lochnell, near Oban-—C. W. M. The Variable-Star Piazzi XIII. 126. 
agram). 
The Origin of Hail—IGNoramus (With Diagram). GEOGRAPHICAL NOTES. __ 
Butterfly Swarms—F. H. HAINES; W. REES SWAIN. MOLECULAR PHYSICS IN HIGH VACUA, II. By WILLIAM 
Intellect in Brutes—Dr. A. DUPRE ; J. B. R.; J. 5S. CROOKES, F.R.S. (With Illustrations.) | 
WHITTEM. ‘| NOTEs. | 
Snails v. Glow-worms— R. S. NEWALL, F.R.S. THB GENESIS AND MIGRATIONS OF PLANTS. 
Occurrence of Boar Fish—JOHN T. CARRINGTON. UNIVERSITY AND EDUCATIONAL INTELLIGENCE: 
Habits of Ants—W. WHITMAN BAILEY. de ___ SOCIETIES AND ACADEMIES. 
OFFICE: | 


29, BEDFORD STREET, STRAND. Price Sixpence. 


NEWALL’S PATENT LIGHTNING 


Experience, accumulated since the time of Benjamin Franklin, proves conclusively that a Conductor made 
of Copper, of adequate size, is the best of all appliances for the protection of every description of Building from the 
‘ destructive effects of Lightning. 


NEWALL & CO.'8 PATENT COPPER-ROPE LIGHTNING CONDUCTOR, 
As applied to all kinds of Buildings and Shipping in all parts of the world with unvarying success, is the 


most reliable, most effective, and cheapest conductor offered to the public. 
It is simple in its application, no insulators being required ; and it-costs only ONE SHILLING per foot for the standard 
size, which is safe in any storm. ' 


SOLE PATENTEES OF UNTWISTED WIRE: ROPE. 


; Manufacturers of Iron and Steel Ropes for Colliery and Railway Purposes. Rigging 
| Ropes, Guide Ropes, &c. 
GILT AND SILVER CORD FOR HANGING PICTURES, IRON, STEEL, AND COPPER CORD FOR CLOCK AND SASH LINES, &C. 


R. S. NEWALL & Co., LONDON, 130, STRAND, W.C. 


LIVERPOOL, 36, Waterloo Road; GLASGOW, 68, Anderston Quay; MANUFACTORY, 
Gateshead-on-Tyne. | 


THE ECLIPSE SILENT GAS ENGINE. 
«= Power being imparted at each revolution in exact proportion to the work to be done, 
this Engine runs with a regular speed, which makes it the best for the Electric Light. 


+ à REPORT FROM THE PYRAMID ELECTRIC COMPANY. 


| i LONDON, April 12th, 1879. 
The small (34 h.-p.) Gas Engine supplied by you for conducting the Experiments with: the Electric ss before the 
Docks’ Committee at Bathurst Basin, Bristol (for illuminating the harbour, transit sheds, and wharfs), workeda large (A size 
Gramme Dynamo-Machine, and also a small M Gramme ditto, very steadily, producing a good STEADY 
LIGHT ; but I am not in a position to say how much gas this engine consumed, because we had not time to fix a meter 
to measure it. Yours faithfully, W. BLANCH BRAIN. 


PATENTEES AND SOLE MANUFACTURERS: _ 


LOUIS SIMON AND SON, NOTTINGHAM. 
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THE TELEPHONE COMPANY 


36, Coleman Street, London, E.C. 
SOLE PROPRIETORS OF BELL'S AND OTHER PATENTS. 


TESTIMONIALS. | 
| 145 to 149, TOTTENHAM CourT Roap, Lonpon, W., 14/4 May, 1870. 
To the TELEPHONE Company, LIMITED, 36, Coleman Street, E.C. : 

DEAR Sirs,—You will be pleased to hear that the forty Telephones you supplied answer admirably, and are of great convenience com-. 
municating as they do in some cases with our workshops a mile away. The simplicity and ease with which 7 work, being able to be used 
by any one, and the great advantage over the Telegraph system in rapid communication and recognition of the voice, must create a great. 

i (Signed) J. MAPLE & Co. 
Miptanp RaAILway TELEGRAPH DEPARTMENT, Superintendent's Office, DERBY, April, 1879. 
d) W. LANGDON, 


demand for Telephones everywhere.—We remain, dear Sirs, yours faithfully, 
Dear S1rs,—In reply to your inquiry of the 25th inst., I have the pleasure to inform you that the oe which have been erected 
igned). 


on the Midland Railway are working very satisfactorily.— Yours faithfully. 


Proceedings will be taken against all persons selling or using any Telephones or otherwise infringing the Company's Patent. 


TELEGRAPH ENGINEER AND CONTRACTOR. 
MANUFACTURER OF SUBMARINE CABLES, 


Wire and all Telegraphic Stores, also Galvanised and Corrugated Iron Sheets. 
8, Draper’s Gardens, Throgmorton Street, London. 


THE TELEPHONE Company, 36, Coleman Street, London, E.C. 
AGENTS WANTED. A LIBERAL DISCOUNT ALLOWED TO THE TRADE. 


WoRKS—NORTH Woo tort. 


M. THEILER & SONS, 
TELEGRAPH INSTRUMENT MANUFACTURERS, 
86, CANONBURY ROAD, LONDON, N. | 


MANUFACTORY—ALWYNE LANE, N. 


 Specialties:—Patent Polarized Relays for Cable and Land-line Working 
Improved Morses, Type, and ABC 


Submarine Recorders and Keys. 
Instruments. Electro-Motors, Rheostats. 
 THEILER’S NEW SOUNDER, Now Ready. 

INVENTIONS CARRIED Our. | ESTIMATES FREE. 


PETER BROTHERHOOD, 
‘STREET, GOSWELL ROAD, E.C. 


SILVER MEDAL, PARIS EXHIBITION. 


56 & 53, COMPTON 


PATENT 3-CYLINDER ENGINES 


AS USED BY 


FOR DRIVING 


» Siemens, Gramme, and Wilde, 


| 
Applications for Price Lists or further information to be made to the Manager. 
‘ 
A/S) 
tows | | G | 
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THE TELEGRAPHIC JOURNAL AND 
ELECTRICAL REVIEW. 
Vout. VII.—No. 155. 


WILLIAM FOTHERGILL-COOKE. 

On the 25th of June, Sir William Fothergill-Cooke 
died at Farnham, in the seventy-third year of his age. 
Born at Ealing in 1806, he was educated at Durham 
University, where his father gave lectures on physi- 
ology, besides practising as a physician in the town. 
From Durham young Cooke was sent to Edinburgh 
University, and subsequently, in his twentieth year, 
he went to India, in the service of the East Indian 
Army, where he held several staff appointments. 

Five years later, in 1831, he returned to Europe, 
and devoted himself to the study of anatomy and 
physiology at Paris and Heidelberg; but being one 
day, in March, 1836, in the lecture-room of Professor 
Moncke, he witnessed the operation of an experi- 
mental telegraph which the professor was exhibiting 
to his class, and from that hour the whole course of 
his life was altered. The young Indian officer and 
medical student had at that early day not occupied 
his mind with the new electrical researches which 
were engaging the minds of natural philosophers, 
but Moncke’s experiment brought them before his 


notice, and henceforth he forsook all his other . 


studies in order to develope the electric telegraph 
and make it the practical instrument which he 
believed it could be made. While others were 
toying with the new invention, Cooke took it up in 
grim earnest, and, three weeks after seeing Professor 
Moncke’s illustration, he had devised a practical 
working telegraph based on the same principle, 
namely, the electro-magnetic discovery which 
Oersted had made, and Gauss and Weber had 
applied in their experimental line between the 
University and the Observatory of Gottingen. This 


plan of Cooke’s included a key for interrupting the. 


circuit, a battery, and three separate wire circuits, 
each having a going and returning wire, and a 
rough galvanometer or needle instrument, while a 
kind of switch was also employed to change the 
connections. The same year he also invented an 
ingenious mechanical telegraph, in which the cur- 
rent, by means of an electro-magnet, released a 
rotating drum set with pins, like the barrel of a 
musical-box, and moved a dial-plate marked with 
letters and figures until one of the pins made a 
contact and broke the circuit, when the dial came 
to rest exposing the desired signal letter to view. 
Applying this apparatus he met with a difficulty in 
determining the strength of current necessary to 


operate the electro-magnetic detent, and, after con- 
Sulting Faraday and Dr. Roget, he referred himself 
to Professor Wheatstone, who was then engaged in 
electrical researches at King’s College. Their 
meeting took place on February 27th, 1837, and 
Wheatstone showed him an experimental line 
which he had also fitted up on the Oersted principle. 
Cooke soon induced Wheatstone to join forces with 
him for the production of a practical public tele- 
graph, and they entered into a partnership with Mr. 
Ricardo, M.P. Their first patent was dated June 
12th of the same year, and it described the original 
five needle Cooke and Wheatstone instrument, so 
well known to every electrician, with its upright 
diamond-shaped face and five needles. Five circuits 
were necessary to work this apparatus, a fact which 
caused its final abandonment. It was tried first on 
the Great Western Railway, between the Paddington 
terminus and the West Drayton station, a distance 
of thirteen miles, in the winter of 1838-9, and 
opened for public messages. This was the first 
public telegraph in Great Britain, and as it was 
chiefly due to the ingenuity and enterprise of Mr. 
Cooke that it was introduced, he is well entitled to 
be called the father of English telegraphy. 

In 1842 this line was extended to Slough, and 
became notable for the clever capture of a murderer 
named Tawell, by means of the five needle instru- 
ment now in the possession of the Post Office. 
Meanwhile other short lines had been erected, 
including one on the Blackwall Railway in 1841; 
and in 1844 the new telegraph was tried on acrucial 
scale upon a Government line from London to 
Portsmouth. 

Mr. Cooke was honoured for his eminent public 
services with the Royal Albert medal of the Society 
of Arts in 1863. Three years later Her Majesty 
created him a knight in recognition of his great and 
special achievements in connection with the practical 
introduction of the electric telegraph ; and, in 1871, 
he was granted a Civil List pension of £100 a year. 
His latter years were spent in seclusion, and he has 
passed away almost unheeded by the people at 
large : for, although his name lives in their memories, 
his work belongs now to the past, with that of 
Wheatstone and Morse. 


MUIRHEAD AND WINTER'S QUADRUPLEX 
SYSTEM (FOR LAND-LINES). 


As is well known, the solution of the problem of 
quadruplex telegraphy depends upon a successful 
system of “diplex” telegraphy, that is, a method 
of sending two messages in the same direction at 
the same time; this system being obtained, the 
duplexing of it is an easy matter. Messrs. Muir- 
head and Winter in their system of quadruplex 
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telegraphy have employed a somewhat novel 
method of “duplexing” their “diplex” system, 
which is worthy of publication. 

In the diplex arrangement at the transmitting 
station the two keys are so arranged in connection 
with batteries that in the several positions of the 
keys the battery strengths flowing out to the line 
are as follows :— 


Both keys at rest, + 3 
Key B depressed, A at rest, + I 
Both keys depressed, —I 


Key A depressed, B at rest, — 3 


The arrangement of the keys and connections by 
which this is effected will be described further on. 

At the receiving station there is a polarised relay 
adjusted to break the local circuit when the current 
is plus, and to complete it whenever the current 
becomes minus; a local sounder or other receiver 
connected with this relay records the depressions of 
key A. 

There is also in the main current at the receiving 
station a double tongued relay, which is used for 
completing the circuit of the sounder or receiver 
intended to respond to the movements of the key B. 

This double relay, which forms an important 
feature of the system, is so arranged that in order 
that the local circuit should be completed, it is 
necessary for both tongues to be against their 
respective contact points. To accomplish this 
either the tongues are insulated and the contact 
between tongue and tongue caused to be com- 
pleted through the contact points, which in this 
case are connected electrically with each other, or 
the contact points are insulated and the contact 
between point and point is completed through the 
tongues, which in this latter case are of course 
connected together. 

The polarity and adjustment of the tongues is so 
arranged that the contact between one tongue and 
its point is only broken when the current is + 3, 
and that between the other tongue and its point is 
only broken when the current is — 3. With the 
intermediate strengths of + I and — I both 
tongues are in contact with their points, and the 
circuit of the relay is complete. ‘hus the local 
circuit is broken when the current is either + 3 
or — 3, but it is closed when the current is either 
+ — I. 

Both the contact points are fixed to the same 
carrier, and the arrangement is such that when 
once the contact points have been individually 
adjusted, their further adjustment for ordinary 
changes in strength of the currents is made 
simultaneously by one and the same motion of the 
carrier. 

Figs. I and 2 represent respectively a plan and 
section of one form of the double tongue relay. 
In this form the tongues Cc C are polarised with like 
polarity by «the permanent magnets D vp. The 
tongues are insulated from the framework of the 
relay and from each other, and contact between 
them is established when both tongues are against 
their respective contact points, which are fixed to a 
single carrier and on one side of it; the screws on 
the other side of the carrier have insulated points. 

The electro-magnets E,E, E, E, are polarised by 
the ends of the permanent magnets DD, the other 
ends of which polarise the tongues, so that all four 
poles of the electro-magnets have the same polarity. 
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The result of this arrangement is that, when the 
relay is acted upon by the currents + 3, + 1, and 
—3 respectively, the tongues take up the respec- 
tive positions shown by fig. 3. © 

After the first adjustment of the tongues, their 
further adjustment is made by moving the whole 
carrier ee, by means of the slow motion screw /, 
which works in a nut underneath the carrier. 

It is evident that the action of any current 

sing through the coils of the electro-magnets, 
which are wound in the usual manner, is to cause 
the electro-magnets to act oppositely on the two 
tongues in consequence of the opposite polarity ; 
thus, if a plus current tends to cause the one tongue 
to move in the direction of its insulated point, a 
minus current will have the same effect on the 
other one. The adjustment of the tongues is such 
that it requires a strength of + 3 to act thus upon 
the one tongue, and — 3 to act in the same way on 
the other tongue. Ifthe current has either of the 
intermediate strengths of + 1 or — I, the strength 
is insufficient to move either of them against the 
bias given them against their contact points, and 
consequently both tongues are in contact with their 
respective contact points, and the local circuit of 
the relay is complete. When the current changes 
rapidly from + 3 to — 3, the one tongue leaves 
its contact point before the other tongue has time 
to make contact. It is only when this change is 
retarded that any difficulty is experienced in working 
the local instrument B direct with this relay. If 
the instrument is a recorder the signals are perfect, 
as the effect of retardation is only to cause a slight 
trembling of the armature against its upper limiting 
stop, and is insufficient to affect the record. With 
sounders this is an inconvenience which can be 
remedied by using an extra local relay to complete 
the circuit of the sounder, the local circuit through 
the coils of which extra relay being completed by 
the double relay described. 

In duplexing the “ diplex” system a method of 
“double substitution” is employed. This system 
consists in placing the battery between the true 
and artificial lines, and connecting the receiving 
apparatus between the middle of the battery and 
earth. In order to give a signal the battery is 
reversed. Thus supposing copper to be connected 
to the true, and zinc to the artificial line, while the 
key is at rest, the depression of the key will join 
zinc to the true and copper to the artificial line. 


In this arrangement perfect balance is obtained . 


when the true and artificial lines are equal, and 
balance is perfectly independent of any changes in 
the resistance and electro-motive forces of the two 
halves of the battery, any inequality in which will 
merely cause a current to flow through the receiving 
instrument, but which current will remain the same 
whether a signal is being sent or not, that is, 
whether the battery is direct or reversed. The 
arrangement will be understood from fig. 4. 

In this arrangement the keys B and B! separate 
the batteries into two portions, one of which 
contains 2 z cells, and the other z cells When 
these keys are at rest the connections are along the 
continuous lines, and the two portions of the 
batteries are acting in the same direction, so that 
the current is 2+ 2-3. When these keys 
are depressed they reverse z cells of the battery, so 


‘that there are only 2% — 2 — n cells acting. The 


keys A and a}, when depressed, simply reverse the 
current, whether it is 3 2 or only # as before. 

It will be seen that as far as the receiving instru- 
ment and batteries are concerned it is really the 
true and artificial lines which are affected by the 
reversing key. They mutually replace one another 
in two portions of the circuit external to the instru- 
ment and batteries. . There has, therefore, been 

iven the name of “double substitution.” to this 
orm of duplex working, which, although similar in 
appearance to the split battery system, differs from 
it essentially in principle, for whereas in the split 
battery system balance depends on the maintenance 
of a strict proportion between the electro-motive 
forces of the two halves of the battery and the 
resistance of the true and artificial lines, the balance 
in the method of double substitution depends only 
on the equality of the true and artificial lines, which, 
however, experience shows may differ widely with- 
out affecting the received signals injuriously. 

The principal merits claimed for this plan are,— 

1. Its very wide working range. The artificial 
line may be altered within wide limits without 
affecting the signals. | 

2. The fact that the plan requires no special 
winding of the coils as in the differential system. 

3. That the sensitiveness of the relay is not 
reduced, and magnetic retardation increased by 
the shunting action of bridge wires, as in the 
bridge span. : | 

4. The balance, as stated above, is not disturbed 
by variations in the electro-motive forces or resist- 
ances of the two halves of the battery, as is the case 


in the ordinary split battery system. In addition to 
this, the action of the signalling on the distant 


instrument is of course doubled. 

All that is necessary to neutralise any current 
which may be passing through the receiving instru- 
ment in consequence of inequality in the two 


halves of the battery is to join the receiving instru-. 


ment slightly out of the centre of the battery. In 
order to do this effectually two or more of the 
middle cells of the battery may be shunted by a 
slide resistance equal to about three or four times 
the resistance of the cells so shunted, the receiving 
instrument being joined between the contact point 
of the slide and earth. 

It will be noticed that the peculiarity in this 
quadruplex system consists in the duplexing portion 
and also in the form of double tongue relay. The 
arrangement of currents for the different positions 
of the keys is identical with that employed by Mr. 
Gerrit Smith, in America, but the latter gentleman 
employs his most ingenious, yet simple, compound 
relay, in the place of the double-tongued relay, and 
with great advantage. 


THE NEW FORM OF LECLANCHE 
BATTERY. 


By Dr. H. TOBLER, Professor of the Zurich Polytechnic School. 


THE old form of Leclanché battery possessed, as is 
well known, a very considerable resistance, and the 
employment of a porous pot was subject to many 
inconveniences, which have prevented the greater 
employment of this.description of battery. In the 
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new and improved forms the inventor has dispensed 
with this porous vessel. The carbon electrode is 
surrounded with a mixture composed of 40 parts of 
pyrolusite, 155 parts of grain carbon, and 5 parts of 
resin, this latter substance acting as a cement. This 
composition is heated to 100° C., and subjected to a 
pressure of 300. atmospheres ; it forms an homo- 
geneous cylinder, in the axis of which is the carbon 
electrode. The inventor has given to this element 
the name of “conglomerate mixture” battery. 
These elements are extremely easy to manage ; their 
electro-motive force is higher than that of the old 
form, and their resistance less. Under the influence 
of the current, the peroxide of manganese is re- 
duced to the sesquioxide, a body which is not an 
absolute conductor of electricity. The conglo- 
merate will then offer a more or less high resistance. 
Moreover, it fills up the pores of the conglomerate with 
considerable quantities of ammonia, which tends to 
decomposeit. Whencompletely exhausted, it becomes 
a useless mass, which is only fit to be thrown away. 

M. Leclanché has recently devised a new modifi- 
cation, which is made by attaching to the carbon 
depolarizing plates which can be renewed from time 
totime. The two or three plates are simply attached 
to the carbon by india-rubber rings. 

As regards the value of this new form of Leclanche 
battery, in the Zraite de la pile electrique of Niaudet, 
the electro-motive .force is set down as 1°6 that of a 
Daniell, and as regards its resistance, M. Barbier 
states that it exceeds that of an iron wire 400 metres 
long and 4 millimetres in diameter. The present 
investigation was made in order to determine the 
precise value of the battery. 

Amongst the different methods devised for testing 
the resistance of galvanic elements, that of Mance 
is remarkable for the exactitude of the results it 
gives, and this was in consequence, the method 
chosen. In order to determine the electro-motive 
force, I have employed a condenser of *5 microfarads’ 
capacity, and have measured the discharge from it 
on a Thomson galvanometer. 


Resistance Measurements. 


I. An ordinary element of the No. I size, viz. : 
140 millimetres high and 75 millimetres square, 
charged, according to the directions of the inventor, 
with 100 grammes of pure sal-ammoniac, and with 
water sufficient to three quarters fill the jar, gave a 
mean result of 1°131 S. U. 

II. The same element, after working an electric 
pendulum on the Hipp system, and in which the 
current is broken during 80 or 90 seconds (resistance 
of electro-magnet 3 S. U.), gave a mean resistance 
of 1°513 S. U. 

III. After an interval of two days, during which 
the element was not worked, the measured resist- 
ance was I°153 S. U. 

IV. Five old conglomerate elements were tested. 
These elements had been joined up at the end of 
December, 1878, and were since that date often 
employed for the measurement of the capacity of 
gutta-percha wires. The mean values attained were 
as follows :— 


Element No..1 2°52 S.U. 
” » 2 eee eee 133 » 
+) 3) 3 3) 
” » 5 1°33 . 


Element No. 1 had been employed frequently for 
working the electric pendulum before referred to, 
These experiments have confirmed the assertions of 
M. Leclanché that long use increases the resistance 
of the conglomerate. 

V. A new element with moveable conglomerate 
plates. The height of the battery being 145 
millimetres, and ‘width 90 millimetres. Charged 
in the same way as the preceding one. 

The measurement being taken about an hour after 
the liquid had been placed in the vessel, the resist- 
ance was found to be 1°370 S.U. 

VI. The same element measured two days later 
gave ‘736 S.U. 

VII. The measurement being repeated a day later 
gave ‘718 S.U. 


Electro-motive force measurements. 


As a standard I took a Daniell element, carefully 
prepared. The specific weights of the solution 
being kept as nearly constant as possible. 

I. The element indicated under the previous 
headings I., IL, and III. 

1. Two hours after being charged, the electro- 
motive force was 1°46. 

2. Two days later the result was 1°48. 

II. Thés old elements, indicated under the 
previous heading IV, gave the following results:— — 


I. Element No. 1 1°43 
LL » 2 1°32 
3 
” » 4 1°33 
” 1°32 
2. Measurements two days later, the batteries 


having rested in the meantime :— 


Element No. 


») 


1°43 
1°40 
1°45 
1°43 
1°43 
III. The element with renewable plates, indicated 


under the previous headings V., VI., and VII. 
1. One hour after being charged 


1°41. 


2. Immediately after the measurements V. and 
VI. | 


unr Ww 


») 


1°38, | 
3. After the measurements VII. 
1°40. 


4. Three days after the measurements VII., the 
element not having been used in the interval 


1°43. 


It is certain from these experiments that the 
electro-motive force diminishes rapidly when the 
resistance is low, but that it recovers rapidly when 
the battery is at rest. The Leclanché element will 
not answer, therefore, for all purposes; thus, for 
example, the battery could not be employed ona 
closed circuit, or where the circuit is often closed. 
In other cases it is a useful battery, on account of its 
high electro-motive force and its low internal 


resistance. 


- 

| 
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THEILER’S PATENT MECHANICAL 
DUPLEX (FOR LAND.LINES). 


Dupiex working either on the “ differential ” or on 
the “bridge” principle, is now universally known 
and understood, and if the essential features of 
those systems are referred to in the present article, 
it is only in order to show clearly in what respects 
this new duplex system differs from all others. 

In both the differential and the bridge method, 
the current is split between an actual and an 
artificial line ; and it is absolutely necessary that 
a certain ratio ofcurrent be kept up between the 
two circuits soas to produce a “ balance.” But, con- 
sidering that the resistance and the electrostatic 
capacity ofa line, from a multiplicity of causes, varies 
constantly and considerably (in bad weather the 
resistance may vary as much as 50 per cent. in 
one day), and that variation in the resistance and 
static capacity of the line means alteration in the 
adjustments of the apparatus, it must be conceded 
that duplex working, either on the differential or 
bridge principle, looks simpler on paper than it is 
found to be in practice. 

In Theiler’s mechanical duplex, the current is 
not split between two circuits, and as no equality of 
currents has to be maintained, variation in the 
resistance of the line, be it even as much as 
100 per cent., does not affect the apparatus. 
There are no condensers, no rheostats, and the 
only adjustment required is that of the relay, just 
as in ordinary single working. 

An explanation of the diagrams fig. 1 and fig. 
2, which represent the ¢heoretical construction of 
the apparatus, will show how signals, electrically 
neutralised by simultaneous sending from opposite 
stations, are recorded mechanically. 

The key lever e, whose motionis limited by the 
stops a, 6, carries a spring /, which is insulated at the 
point where it is fixed to the lever of the key 
which touches this lever at the extremity 4 of the 
latter. This spring impinges on the tongue 7 of 
the polarised relay mm, m’ when the key is de- 
pressed, but does not touch / when the key is at 
rest. The (polarised) relay may be of any form, 
but is preferably a “ Theiler’s,”* as that construction 
allows of a convenient and nice adjustment of the 
electro-magnet. The armature (which is induced 
at the centre c, so that both ends have similar 
polarity) is adjusted that the tongue / has a bias 
towards stop 2, stop I being in connection with 
the receiving instrument, Morse or Sounder. 

Now when one of the keys (connected to earth) 
is depressed upon the front stop 4, as shown in 
fig. 2, the end of the spring f touches the tongue 
l, and meeting an obstacle bends, and thereby 
breaks contact with the lever at 4, consequently a 
current flows from the copper pole of the line 
battery through the tongue /, the spring f the 
electro-magnet mm, m',to line, and entering the 


relay of station II. returns through the spring / 


and the lever & to earth. 

The effect of this current upon the relay at 
Station II., is an imcreased pressure of the tongue / 
against stop 2, which resists all tendency of the 
spring fto move the said tongue against stop 1, 


* See TELEGRAPHIC JOURNAL, Vol. V., page 207. 
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while the effect of the current upon the relay of 
the receiving station is exactly reversed, the 
current entering #7, #7’, from an opposite direction 
and causing the tongue / to move against the 
marking stop 1. Thus the mm I: current does 
not move the relay tongue of the sending but 
only of the receiving station. As both stations 
are connected exactly alike, the same thing will 
happen if station I. sends and station II. receives, 
both being in position to receive when at rest. It 
will be seen that every depression of the key tends 
to move the relay tongue mechanically towards 
stop I, and is only prevented from doing so by the 
magnetisation of mm, #1, which takes place the 
instant f touches Z and whereby the tongue is 
forced against stop 2. 

If no current were to flow through the magnet of 
the sending station relay, then the key would pro- 
duce its signals at its own station. Such is actually 
the case when both stations send simultaneously. 
Then the copper pole of station I. opposes the same 
pole of station II., and contact with earth being 
broken, no current goes to line; nothing now 
counteracts the tendency of spring f to push the 
relay tongue against the marking stop I, and thus, 
in the absence of any current, the signal sent by 
station I. is recorded by the mechanical actuation of 
the relay tongue at station II. by the key of the 
latter station, and vice versé. 

But the instant the key, say at station I. falls back 
while that at station II. remains depressed, the relay 
tongue of station II. also falls back, because the 
returning magnetization of that station’s relay will 
overpower the pressure of the spring f and force / 
against stop 2, while the relay tongue atstation I. 
will remain against stop 1 without any assistance 
from the spring f, because the direction of the cur- 
rent tends to keep the tongue on that side. 

The actual construction of the apparatus differs 
somewhat from that illustrated by figs. I and 2. 
In order to render the motion of the lever e exact, 
decided, and as small as possible, it is preferable to 


effect it by means of an electro-magnet, and to use 


an ordinary key merely to make and’ break connec- 
tion with that electro-magnet and a local battery. 
In practice, the point of contact ofthe spring f, with 
the lever e, and the point of contact of the said spring 
with the relay tongue / are made equidistant from 
the axis of the lever ¢,in order to make the mo- 
mentary short circuiting of the line battery of as 
short a duration as possible. Fig. 3 represents the 
actual form of the apparatus, three-quarters of the 
real size. The adjustments of the key, once set 
correctly, are never touched, while the distance 
of the relay magnet from its armature and the 
bias of the relay tongue against the next stop 
can be easily regulated; the tension of the line 
spring f can also easily be altered; both these 
adjustments, however, need but very seldom be 
touched. A loop circuit of 200, and afterwards of 
400 miles were, for instance, worked without altering 
the relay adjustment. . 

As the static charge from the line does not affect 
this system more than it does, ordinary single work- 
ing condensers are entirely dispensed with, and thus 
duplex working on this system with no rheostat, no 
condensers, and only the relay to adjust, is rendered 
as simple as ordinary single working. 

In countries like England where duplex working 


has been extensively established for some time, and 
a change in the present system would necessitate 
change in a large stock of duplex apparatus, it will 
be difficult, perhaps, to get adopted any new duplex 
system until increased traffic calls for a greater 
number of duplex circuits. 

But in countries where duplex working is only 
just gaining a footing, this mechanical duplex ought 
to have a splendid field. From its simplicity the 
system, also, appears particularly applicable to 
military field telegraphy. Where telegraphic lines 
are very long, two sets of the above apparatus, 
suitably connected to the “up” and “down” line, 
are used to act as a duplex translator. | 

We understand that the inventors of the Mechani- 
cal Duplex will shortly bring out a duadruplex on a 
similar principle. 


LIGHT FROM ELECTRICITY. 


WHETHER the electric light be produced by incan- 
descence, or by the voltaic arc, the problem of 
producing a satisfactory result consists in the first 
place of arranging all the effective resistances that 
the maximum possible portion of the total heat 
generated in the circuit may be made use of. 

Now, when the flow of electricity has become 
steady, and in the case where the positive electrode 
is in a condition to remain in a state of dynamic 
equilibrium, or is in a condition so to modify 
constantly the variable elements as to practically 
produce a state of equilibrium, then the body of 
which the resistance is formed takes an equilibrium 
of temperature corresponding to the luminous 
state, which is an exponential function of that 
temperature. This very rapid increase of luminous 
intensity with temperature is entirely in favour of 
powerful electric currents, and everything else 
being equal, to the disadvantage of division. 

Supposing a table of luminous intensities cor- 
responding to temperatures to be drawn up, the 
problem resolves itself into the determination of 
the temperature of the surfaces of emission. We 
must first endeavour to calculate directly this tem- 
perature by determining the number of caloric 
units generated in unit time in the effective resist- 
ance, by taking account of the mass of the working 
body, of its surface, of its caloric conductibility, of 
its specific heat at different temperatures, of the 
loss by radiation through particular mediums, &c. ; 
but considering the numerous causes of error to 
which the introduction of so many elements, more or 
less doubtful would give rise, it would seem better to. 
determine by direct experiment the temperatures to 
which the luminous emissions correspond in the par- 
ticular medium, and to observe them at the moment 
when equilibrium will be established; the loss by radi- 
ation exceeding the loss by contact with the rest of 
the circuit in a second of time is precisely equal 
to the quantity of heat generated by the current in 
the working resistance. This quantity of heat 
being known, the expression of the emission as à 
function of the temperature allows of this latter 
being determined. 

It seems, then, from recent researches, that the 
intensity of a radiation of a given refrangibility, 


| 
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caloric or luminous, does not increase indefinitely 
with increase of temperature, but only up to a 
maximum corresponding to a certain temperature, 
and decteases afterwards until it becomes insensible 
at a fixed point and also that it does not become 
appreciable until it reaches a certain temperature. 

tis thus with the red light rays, which commence 
to be perceptible at about 500° C., and the light of 
which increases at first very rapidly up to about 
1,933° C., the intensity then being 696 times as great 
as it isat 954° C. (the temperature of melting silver) ; 
after this a decrease takes place, and at 2,910° C., the 
intensity of these red radiations would not be greater 
than unity. 

If a represent the intensity or the quantity of the 
total heat emitted by the unit of surface, then = a at 
will be the sum of the intensities of all the radiations 
of the heat of different refrangibilities at the tem- 
perature 4, each of the values of @ decreasing with 
the temperature, in the proportion of log. a : m—nt, 
a kind of compensation established by the predomi- 
nance, more and more marked, of the terms intro- 
duced by the most refrangible radiations of which 
the exponential base is greater. It therefore follows 
that a formula of the form A at can, in limits suffi- 
ciently broad, express the intensity of the entire 
radiations. 

For a cylindrical surface of diameter d and length 
J, w being the quantity of heat generated in the 
working resistance, we have W = 7d@/a at = Bat 
from which 
log. w — log. B 

log. 


The temperature being determined, the total lu- 
minous intensity will be given by the formula c ct, 
applicable to the luminous radiations of every 
refrangibility or by the known formula 
, 

The ratio between the intensity thus determined 
and the mean intensity of a Carcel burner, for ex- 
ample, taken as a unit multiplied by the ratio 
between the projection of the light surface upon 
any plane and the projection upon a vertical plane, 
of the light surface of the unit lamp, expresses in 
Carcel burners and in the direction perpendicular to 
any plane considered, the lighting powers, to the 


naked eye, of the light considered.—Za Lumiere 
Electrique. 


HICKLEY’S ELECTRIC CANDLE. 


. THIs new repulsion lamp, or, more properly speak- 
ing, candle, is constructed upon the principle 
observed by its inventor, Mr. A. T. Hickley, 
Wilde, Jamin, and others, that the arc produced 
between two carbon pencils connected to an alter- 
nating current machine, causes the carbons to repel 
each other. | 
_ F, F is a brass frame made in two parts, each 
insulated from the other by ebonite or ivory at I 
and 2. Each piece is provided with terminals T, T”. 
Two pendulums P, P”, swing freely in bearings 
B, B, B, B, which are in electrical contact with the 
terminals Tr, T’. These pendulums have levers at 


- 


the top, upon which slide counterpoise weights 
w, w, which are held in. their position by the thumb 
screws at their sides. Two carbons, 2oin. long, 
about + of an inch thick, are secured to the arms at 
the bottom of the pendulums, and the weights w, 
w, so adjusted that their points justtouch. As soon 
as the circuit is complete, the current passes alter- 


nately from one carbon to the other, producing the 


arc, which at once causes the carbons to repel each 


other, according to the power of the current. 


we 


As the carbons are consumed they become 
lighter, which has the same effect as though the 
counterpoise weights became heavier ; and so the 
carbons are kept together in trying to touch each 
other with the same force as they burn down to the 
bottom. 

Should one candle in a series become accident- 
ally extinguished, the carbons of the whole series 
at once fall together, thereby closing the circuit, 
and -re-establishing the light. 
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An automatic switch can be attached to the axle 
of one of the pendulums at B, so that as soon as the 
carbons are nearly consumed the switch is liberated 
and contact is made between the two halves of the 
frame F, F, thereby cutting out that candle, but not 
interfering with the others which may be in circuit. 

The rest of the drawing explains itself. 

The form which we illustrate, was exhibited at 
the Royal Albert Hall in May last, and when ¢on- 
nected toa Wilde’s Alternating Machine (which was 
kindly lent for a short time), it burnt with great 
steadiness and brilliancy. 

A number of these lamps may be put in circuit at 
once, for the weaker the current the closer the 
carbons fall together, but they are not extinguished, 
as would be the case were the carbons fixed in one 
position, as in the Jablochkoff’s system. 


EDISON’S ELECTRIC LIGHT. 


Mr. Eptson’s third London patent for “ Improvement 
in means for developing magnetism and electric currents 
and in apparatus for illuminating by electricity,” can 
now be seen at the Patent Office. 

One part of the specification relates to an electric 
lamp or burner, made of platinum, platinum-iridium 
alloy, or other metal which fuses at a high tempera- 
ture. This wire or strip is coated with an oxide of 
metal, such as cerium, zirconium, calcium, magnesium, 
or other metal or material which will not be injured 
by a high degree of heat. The effect of this coating 
is called “ pyroinsulation.” The wire or strip may be 
pyroinsulated by dissolving the oxide in an acid, coat- 
ing the wire or strip with the solution, and then pass- 
ing the wire or strip through heat from a flame or 
otherwise, to decompose the solution and cause the 
deposit of the oxide upon the wire or strip. 

If the burner is made of wire, the latter after being 
yroinsulated, is wound upon a spool or cylinder of 
ime, or other infusible material, and when the burner 

is placed in an electric circuit and the circuit closed, 
the electricity passes through the entire length of 
the wire of the burner and brings it to incandescence. 
The metallic oxide forms a pyroinsulating coating 
which protects the metal of the wire so as to render it 
more difficult to fuse, at the same time preventing the 
electric current passing from one coil to the next, there- 
by compelling the current to travel the entire length of 
the wire. If the burner is made from a strip of metal, 
the same should be thicker at one edge than the other, 
so that it may be coiled to an uniform thickness at the 
same time that it is rolled into a spiral. The strip of 
metal should be thin, so as to obtain considerable 
length in a short spiral. The spiral or helix thus 
made is pyroinsulated as aforesaid, and then com- 
pressed into a compact cylindrical form. Sometimes 
the pyroinsulating material is placed as a layer between 
the coils of the spiral or helix. 

The thermal regulators set forth in “ Edison’s ” 
British patent of October 23, 1878, may be used for 
regulating the current or burners made of a wire or 
strip of metal, coated with a pyroinsulating material 
for the purposes aforesaid. This pyroinsulating coat- 
ing allows of very fine wire being used for the burner. 
Hence several layers of the wire may be wound upon 
the spool of infusible material, and the burner will 
have’ a resistance of several hundred ohms, which 
permits of several hundred burners or lamps being 
connected quantitatively in multiple arc, without re- 

quiring large main conductors. * side 


the other is being charged from the main circyit. 


In some instances a burner or candle is made of 
finely divided iridium, or other metal not easily fused, 
mixed with an oxide of titanium, iron, or other metal, 
which acts as a conductor when highly heated. This 
is to be moulded into the desired form, and, by 
properly proportioning the mixture, the current to 
the burner is regulated by the heat of the said burner, 
the resistance being lessened in proportion to the 
heat. 

Another feature of this invention relates to the 
arrangement of the main conducting wires, so as to 
obtain a complete metallic circuit, and at the same 
time take advantage of the conductivity of the 
earth, so that the mass of metal in one of the con- 
ductors may be reduced. The earth and metallic 
conductor serve at the same time as a protection for 
the insulated conductors. 

The magneto-electric machines may be of any 
suitable character and driven by power. They may 
be arranged between two main conductors in ranges or 
multiple arcs of three, four, or more in each, and the 
connections should be for intensity. One is a tube laid 
in the earth, and preferably of iron, and it forms, 
together with the earth, one half of the circuit; within 
this tube is the other, viz., an insulated conductor, pre- 
ferably of a number of strands of copper twisted together 
in the form of a cable, one strand of the cable being 
dropped, say, every hundred feet, so that at the extreme 
end of the circuit there shall be but a single strand. 
This cable is insulated from the tube by any cheap or 
economical insulation, such as tar or asphaltum. A 
branch tube containing a single strand from the cable 
is to enter each house or building, and from the base- 
ment smaller wires are run to the various parts of the 
house where the lights are required. Each lamp is to 
be provided with a switch, so that it may be discon- - 
nected from the conducting. wires. 

The electric generators at the central station are. 
provided with constant field-of-force magnets, the 
helices of which are in the electric circuit. Hence, if 
all the lamps feeding from the main conductors are 
disconnected by their switches, the circuit will be broken, 
and no current passes through the conductors leading 
from the station to the lights. Hence the steam engine 
driving the magneto-machines runs lightly, and with 
the expenditure of a very small amount of force. If 
now the switch of a single lamp is turned, the lamp is 
connected to the branch wires from the main conductors, 
the circuit is closed, and only sufficient current passes 
from the central station to supply that lamp, because 
the external resistance determines the amount of 
current, | 

In this way the current will be proportioned to the 
number of lamps inthe circuit. Each lamp is preferred 
to contain a resistance, when incandescent, of 1,000 
ohms. As before described, the connecting cf one or 
more lamps causes a sufficient amount of current to be 
developed at the central station to keep the same in- 
candescent. It follows that, if the machines at the 
station are arranged expressly for tension and quantity, 
many hundreds of lamps may be placed in circuit be- 
tween the main conductors, the reduction of resistance 
upon placing each lamp in circuit drawing the proper 
quantity of current from the station. Hence the greatest 
economy possible is obtained by causing all the resist- 
ance outside of the main conductors to be light-giving 
resistances, 

Another part of the invention relates to means for | 


_ storing the electric current or energy, so that the same f. 


may be used as required. This.is effected by the use 
of secondary batteries, and there are devices described 
for shifting the current from one secondary battery to 
another, periodically, so that one may be in use while 
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The following are the “ claims ” : — 

1. An electric lamp or burner made of a wire or 
strip of metal coated with pyroinsulating material, sub- 
stantially as and for the purposes specified. 

2. The electric lamp or burner made of layers of 
metal with intervening pyroinsulation substantially as 
specified. 

3. In combination with a burner formed of pyro- 
insulated metal, a metal case surrounding the burner, 
and made incandescent by the heat thereof substantially 
as specified. 

4. The method of pyroinsulating the wire or strip of 
metal for the conductor, consisting in passing the wire 
or strip through a solution of lime, magnesia, or similar 
material, and then through heat from a flame to effect 
decomposition of the solution as specified. 

The insulated metallic conductors within a 
metallic case which forms with the earth the return 
circuit substantially as specified. 


6. The combination with electric lamps and a main 
circuit of two secondary batteries, and circuit con- 
nections and switch substantially as set forth to alter- 
nately change the main and secondary circuits substan- 
tially as specified. 

7. The combination with a secondary battery and its 
enclosing case of a diaphragm, or similar device, acted 
upon by the accumulation of gas pressure, and a switch 
or lever moved by such diaphragm to disconnect the 
main circuit from the secondary battery substantially 
as set forth. 

8. An electro-magnet in the same circuit as the 
lamps or burners in combination with an armature 
lever, latch, and contact piece substantially as and for 
| the purposes set forth. 

It is interesting to compare Mr. Edison’s patent with 
that of Mr. St. George Lane Fox, No. 3988, of date 
Oct. 9, 1878, also 4043, of date October 12, 1878, 
abstracts of which are given on another page. 


DISTRIBUTING ELECTRIC LIGHT. 


Messrs. MOLERA AND CEBRIAN, civil engineers, of 
San Francisco, have conceived the novel plan of 
dividing the electric light by optically reflecting the 
beams and dealing them out at the required points 
in the required quantity, thus saving expensive 


regulator lamps and electrical conductors. A full 
account of the system is published in the Scientific 
American, to which we are indebted for the 
accompanying illustrations. . 

Messrs. Molera and Cebrian exhibit some very 
flattering figures< based. upon an expenditure of 
twenty horse-power, which, as we have already 
learned, is not sufficient to obtain the most advan- 
tageous results. They claim that they are able to 
produce by their system 195 lights per horse-power 
giving a light equivalent to 1,958 candles, and that 


Pi 


the cost of lighting is less than one-twentieth the 
cost of gas. 

The lamp used in connection with this system is 
so clearly represented in the engraving as to 
require little explanation. Fig. 1 is a perspective 
view, and fig. 2 is a vertical’ section. 

Chamber G, which serves as a chamber of light, 
is surrounded on the sides and top by lenses, 
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L. At the bottom there is a concave reflector, 
H, and at the centre two carbon rods converge. 
These rods are supported by pistans or floats in 
inclined tubes, J, which are connected at their lower 
ends by a horizontal tube communicating with the 
spring-acted bellows or cylinder, k. The tension 
of the spring that draws the top of the bellows 
down, may be changed by revolving the small 
windlass, s. ‘ 

The top of the bellows is iron, and above it is 
supported an electro-magnet, which is in the 
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electrical circuit. The carbons pass between con- 
ducting surfaces, and are also in the electrical 
circuit. The tubes J, as well as the horizontal 
tube and the bellows, are filled with a suitable 
liquid. As the current passes from one carbon 
ee to another the core of the electro-magnet 
ecomes magnetised and attracts the head of the 
bellows with more or less force, maintaining a 
uniform light by governing the distance between 
the carbons by displacing the liquid in the tubes 
and throwing the pistons or floats up or down, 
according to the strength of the current. 

Should the current cease the spring draws down 
the head of the bellows and the points of the 
carbons touch. When the current is too strong, 
the top of the bellows is attracted upward, and the 
carbons separate. | 

À single electric lamp placed near the current 
generator supplies light for a building or a street. 
This lamp is surrounded by a system of lenses and re- 
flectors forming the chamber of light, as represented 
in Figs. 1 and 2. These lenses concentrate the 
whole of the light into as many beams of parallel 
rays as there are faces in the chamber. In this 
form the light may be projected through long 
distances. The intensity of the light when not con- 
densed is inversely proportional to the square of the 
distance from the source of light, but when the 
light is projected in parallel rays and is prevented 
from radiating, its intensity remains unchanged, 
except perhaps a small loss by the absorption of the 
atmosphere. 

From every face of the chamber of light a box 
or pipe projects, which incloses the light beam. 

hese pipes are laid along the streets, and they are 
placed along the walls and floors of the building. 

At every side street a smaller pipe branches out 
of the main one, and at their junction there isa 
reflector, which by its size and position, will divert 
into the side street any desired percentage of the 
entire light. By means of this device every street 
in a city may be provided with one or more pipes 
carrying a certain amount of light that is always 
controllable by merely changing the position of the 
reflectors. This arrangement may be compared 
to the valves and water gates. of a system of water 
distribution. 

Service pipes lead from the street pipes to the 
lamppost and to the buildings, and at the intersection 
of the service pipes with the street mains there is a 
reflector, the size of which will determine and 
control the amount of light supplied by the service 
pipe. 


Correspondence. 


[We do not hold ourselves responsible for the opinions of our 
correspondents, } 


To the Editor of THE TELEGRAPHIC JOURNAL. 


S1r,—The telegraphic instrument described in your 
Journal of April last as the invention of M. Bramüo, 
of Portugal, is but an elaborate modification of an 
apparatus designed to effect precisely the same end, 
and patented in 1854, by J. W. Wilkins, of Hampstead. 

But for the mistake of launching a company (al- 


though the solicitors were Mansfeld and Fews, and 
such names as Leaf and Rolt were on the Directory) 
in face of the Crimean War, the English patent would 
doubtless have been sufficiently well known, as not to 
admit of its re-introduction to-day as a Portuguese 


invention. 
July 4th, 1870. JUSTITIA. 


THE INTERNATIONAL TELEGRAPH 
CONFERENCE. 


Sir,—As there is some likelihood of a letter tariff 
being introduced at the Telegraphic Conference, to be 
held in London shortly, may I beg to draw your atten. 
tion to the orthography of our language, which will, 
unless some provision be made for it, cause a deal of 
bother both for the Telegraph Companies and the 

ublic. 

2 Dictionaries are at variance about such words as 
smalness—smallness ; fulness—fullness; talness—tall- 
ness: miscal—miscall ; enrol—enroll, &c., &c. 

There is also a rule grossly violated by us to the 
effect that ‘ words of more than one syllable, with the 
accent not on the final one, preceded by a single vowel 
do not double the final consonant before a vowel 
augment,” e.g.—canceled, traveling, always spelt with 
two l's. This rule is seldom violated by Americans. . 

Should this letter tariff come into force, it will bring 
about a thorough overhauling of the rules of ortho- 
graphy, therefore, something should be done at the 
coming Conference to alleviate as much as possible 
this rather important question, which will inevitably 
arise between the public and the Telegraph Companies. 

The public will gladly hand in the word smalness, 
and similar words with one /, quoting Johnson as their 
authority, whilst the ag Companies will quote 
Webster as theirs; therefore, let public and Companies 
come to some agreement about rigorously adopting a 
dictionary for their guidance, and thus avoid a deal of 
confusion. It is worth careful consideration by both 
parties as to which dictionary be adopted, because 
Johnson, Walker, and Knowles, will be found to be in 
favour of the public, and Webster rather in favour of 
the Telegraph Companies. 
3 I am, Sir, &c., 
Botany, Sydney, N.S.W. G. J. B. 

May 12th, 1879. 


Aotes. 


THE INTERNATIONAL DELEGATES.—With the special 
sanction of the Secretary of State for War, the dele- 
gates of the International Telegraph Conference paid a 
visit to the Royal Arsenal, Woolwich, on July 2, on the 
invitation of the reception-committee of the Post Office 
and Telegraph Companies. The party left Blackfriars 
pier at half-past ten, and on arriving at Woolwich 
Arsenal were met by the heads of the departments, 
and were conveyed by the local railway to the Govern- 
ment marshes, where they witnessed the running of 
the fish torpedo in the Arsenal’ canal, and several 
important experiments with gun cotton. The visitors 
inspected the new 100-ton gun, and witnessed the firing 
of the Woolwich Infant. It was arranged that they 
should see the military balloon equipment; but a 
boisterous wind and a heavy thunderstorm prevented 
this being carried out, The party then partook of 
luncheon in the Carriage Department New Store, at 
which Sir James Carmichael, Bart., presided. They 


! subsequently visited the Royal Gun Factories, Shell 
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Foundry, Royal Carriage Department, Royal Labora- 
tory, and returned by steam-boat to London in the 
evening. 

On the preceding Friday, June 27, the delegates 
visited Windsor Castle, and were afterwards enter- 
tained by Sir Daniel Gooch, M.P., at luncheon in the 
Windsor Town Hall. The unprecedented bad weather 
has, we regret to say, materially interfered with the 
enjoyment of the delegates; but by all accounts it is 
not confined to England alone, although we have cer- 
tainly come in for the lion’s share of it, 


A CONTEMPORARY has published a translation of an 
article from a French paper stating that it requires six 
18 h.-p. engines to drive machines for supplying 60 
Jablochkoff lights. Against this we have it on good 
authority that recently a 20 h.-p. (nominal) Ransome’s 
engine supplied 60 Jablochkoff lights on the Thames 
Embankment, and this for a period of three consecutive 
hours. 


THE Exectric Licut.—The Bill before the House 
of Commons, promoted by the Liverpool Corporation 
to give power to adopt and supply electricity for 
private and public lighting was petitioned against by 
the Liverpool Gas Light Company in Committee. 
It was, however, passed in an amended form, which 
limits the powers of the Corporation to the making of 
a scientific experiment in lighting, but does not allow 
' them to compete with the gas company for purposes of 
profit. 


THE Aldersgate and Edgware Road Stations of the 
Metropolitan Railway have been lit of late by electric 
light. | 


FLowERs By ELECTRIC LiGHT.—The shade of a flower 
varies notably, even in daylight, according as it is seen 
by the golden light of a southern clime, or under the 
blue sky of the north. They absorb, as is well known, 
the warm orange rays of the sun. M. Hugo has ob- 
served that the electric light modifies the tints of 
certain flowers. For example, the central tuft red 
foliage of the Nidularium is brightened in shade by 
the electric light, whereas the red spots on the leaves 
of Caladium are toned to a reddish brown. 


THE TELEPHONE.—M. Decharme, from experiments 
made with vibrating plates of glass and metal, arrives 
at the conclusion that diaphragms of telephones should 
be fixed, not round their rims, but at a single central 
point. When so fastened they are most sensitive to 
external vibrations. | 


_ THE PHONOGRAPH.—M. Delecheneau has succeeded 
in getting phonograms on zinc and brass cylinders, by 
a process which he has not yet divulged. 


THEORY OF THE MICROPHONE.— In Wiedmann's 
Annalen, VI., 403, Herr Aron discusses the subject, 
and assuming that the changes of resistance and 
current strength are indefinitely small in comparison 
with the total resistance of the circuit, and the strength 
due to the battery respectively, the author arrives at 
the following results:—(1) The different wave systems 
that traverse the circuit are superposable: (2) The 
change of phase is greater. the higher the pitch of the 
note: (3) The amplitude, z.e., the intensity of current 
change diminishes as the pitch rises, and the more so 
as the resistance and the electro-dynamic potential 
are greater, Large coils, therefore, in the circuit, are 
a disadvantage, especially if they have iron cores. 


ELEcTRICITY AND CATARACT.—Dr. W. B. Neftel, a 


physician of New York, is reported to have cured a 
case of incipient cataract by repeated applications of 
electricity to the diseased eye. 


LEAKAGE FAULTS 1n CaBLés.—In the Philosophical 
Magasine for July, there is an interesting mathematical 
paper on this subject by Mr. Oliver Heavyside. 


His ExcEeLLENCY M. Cocuery, the French Minister 
of Posts and Telegraphs, has arrived in London. 


Honours To ELECTRICIANS.—Dr. Werner Siemens 
has had the gold medal for Industrial -Merit conferred 
upon him by the German Emperor. The Albert gold 
medal of the Royal Society of Arts, “ For distinguished 
merit in promoting Arts, Manufactures, or Commerce,” 
has been awarded this year to Sir William Thomson, 
“On account of the signal services rendered to Arts, 
Manufactures, and Commerce by his electrical re- 
searches, especially with reference to the transmission 
of telegraphic messages over ocean cables.” . 


A sILverR medal has also been awarded, by the 
Society of Arts, to Mr. Conrad Cooke, for his paper 
on “ Edison’s New Telephone.” 


Cape TELEGRAPHY.—The Kangaroo had not begun 
to lay the first section of the Cape cable, from 0e 
to Zanzibar, up to June 17. The Standard correspon- 
dent, writing from Landsman’s Drift, June 15, states 
that the land wire, as laid by Major Hamilton and 
Lieutenant M'Gregor, and the C. Troop Royal 
Engineers, will be completed very shortly to Doornberg. 
The work has been carried out with great zeal and 
activity ; but the company must now, so far as regards 


the further laying of the telegraphs, remain idle, the 


War Office, having, with its usual prescience, sent out 
a well-organised body of officers and men, with plenty 
of working material, but omitted to send sufficient wire. 
He also reports that the demand was made by the corps 
for 100 miles of semi-permanent wire, which, if laid, 
would have stood the whole campaign. The field wire 
has now joined the colonial wire at Ouggar’s. Kraal, 
through Dundee and Landsman’s Drift to Doornberg. 
These places will be in telegraphic communication, by 
signals, with a position, chosen by M‘Gregor, of the 
Engineers, near Lord Chelmsford’s headquarters, Had 
the home authorities sent sufficient wire from Europe 
there would have been direct communication to Chelms- 
ford with allstations throughout the country. The men 
of the Royal Engineers, working the telegraphs, have 
had very heavy work, owing to the quantity of Govern- 
ment and Press work telegraphed. 


THE FRENCH ATLANTIC CABLE.—Some 345 knots of 
the Brest to Nova Scotia section of this cable have 
been successfully laid by the Faraday, which has 
returned to Brest after buoying the sealed end at Scilly. 


ELECTRIC CONDUCTIVITY IN TOURMALINE CRYSTALS. 
—Prof. Sylvanus Thompson and Dr. O. J. Lodge have 
been experimenting to determine whether pyro-electric 
crystals possess unilateral conductivity for electricity, 
with a view to test the hypothesis of Sir. W. Thomson 
that the internal polarisation of the crystal is a 
sufficient cause of the phenomenon of pyro-electricity. 
Unilateral conductivity is defined as follows:—Let a 
certain direction from a point a to a point B in a 
homogeneous substance be considered. Then if it is 
found that the resistance to the passage of electricity 
(or heat) is greater or less when the flow is in the 
direction A B, than it is when in the direction B A, such 
a substance possesses a unilateral conductivity for elec- 
tricity (or heat, as the case may be) in the given 
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direction. Dr. Thompson finds that the ratio of the 
two conductivities in opposite directions through a 
tourmaline crystal when it is becoming hotter is 
roughly as 100 to 119. The more rapid flow is toward 
that pole which when the crystal is warmed becomes 
positively electrical. The faces a B, of the crystal- 
slice experimented upon corresponded to the antilogous 
and analogous poles of the original crystal. Dr. O. J. 
Lodge found a similar effect, and that with a fall of 
temperature there was a difference of conductivity in 
the other direction, while with a constant temperature, 
no difference could be perceived. It therefore appears 
that in a pyro-electric crystal whose temperature is 
rising, heat flows more easily with the electricity (i.e., 
from the antilogous to the analogous pole) than it does 
against the electricity. This “convection of heat by 
electricity,” says Dr. Lodge, “ has an apparent analogy 
with the effect predicted and verified by Sir William 
Thomson in unequally heated metals (Bakerian Lecture 
1856), and which might equally well be called the con- 
vection of electricity by heat: and it must have an in- 
teresting bearing on the theory of Prof. Kohlrausch 
concerning, ‘ Thermo-Electricity and Heat Conduction,’ 
set forth in Poggendorf’s Annalen, vol. 156, p. 601.” 


CLEANING ELECTRODES.—M M. Beilstein and Sawein, 
of St. Petersburgh, have found that metal electrodes 
are kept clean by being well rubbed with oleonaptha, a 
lubricating oil prepared from Caucasian petroleum, and 
sold by Ragosin, in Nischny Novgorod. The residual 
oil opposes very little resistance to the current. 


Nitric Acip 1N BATTERIES.—Mr. J. H. Knight 
states in a letter to Nature, that a mixture of half nitric 
and half dilute sulphuric acid is preferable to nitric acid 
alone in Bunsen and Grove batteries, since it gives off 
less fumes and by decreasing the internal resistance 
inereases the current, at least to begin with. 


GREASED ZINC IN BATTERIES.—M. Bandechon, 
writing in L'Electricite, states that he has found a sul- 
phate of copper battery with the zinc cylinder slightly 
greased on the outside surface next the vessel; and a 
mixture of vinegar and salt for the solution, to give a 
stronger current than the ordinary Daniell. 


BREAKING-IN Horses BY ELECTRICITY.—The Om- 
nibus Company of Paris have for many years employed 
a feeble induction current passed through the mouths 
of vicious horses as a means of taming them. In the 
Swedish section of the Paris Exhibition there was shown 
an apparatus for this purpose consisting of a small 
battery and induction coil, contained in a box about 4 
inches long, and having leading wires to pass along the 
reins, The effect of the current is to produce a kind 
of paralysis in the animal all at once. 


THE MaRiE-Davy AND CALLAUD BATTERIES. — 
M. E. Caïl has, from numerous comparative experi- 
ments, been led to advise the French Telegraph Ad- 
ministration to suppress the small Callaud element, 
the larger being, however, retained because of its 
powerful current and capacity for chemicals. A bat- 
tery of 650 Callaud elements has been replaced at 
Lille by 1,440 other elements. The Marie-Davy is 
recommended by M. Caïl when the mercury in it is of 
good quality; but the Leclanché is preferred to it, and 
has a distinct place marked out for it in offices of the 
second class. 


TELEGRAPH Posts IN CocHiN-CHina.—For tem- 
porary lines bamboo is sometimes employed, but they 
cannot withstand the long-continued action of the dry 
and wet alternations of climate in these regions. The 


best posts are made of “tram” (white and red), a 
wood which is remarkably durable in water and moist 
earth. It isa kind of eucalyptus, but instead of being 
a febrifuge it is said to cause fever when growing in 
masses, and is known as fever-wood. The “viap” is 
excellent for poles set in damp places ; the “sao,” the 
“lau tau,” which endures for over fifty years in 'dry 
soil, and the ‘‘sheu.” These last three furnish posts 
from thirty to sixty feet long. 


MACHINE FOR TESTING TELEGRAPHIC POLEs.—The 
French Commission appointed in 1875 to study the 
question of employing iron poles on telegraph lines, 
have designed a new machine for measuring the bend- 
ing stress on these poles when in an erect condition, 
It has been constructed by M. Thomasset, Paris, and 
consists of an erect iron frame for stressing the upright 
pole by means of a horizontal rope, and a mercury 
manometer for measuring the stress. 


Rotary MAGNETIC POWER OF Gases.—M. Henri 
Becquerel finds that lighting gas, sulphide of carbon 
vapour, oxygen, and other gases shift the plane of 
polarlestion of light under a powerful magnetic in- 
fluence. Oxygen behaves like a highly magnetic body, 
and gives a negative rotation. M. Bichat also finds 
that the vapour of sulphide of carbon gives a decided 
result of this kid. 


A ‘South Jersey Telegraph Company ” is also being 
organised at Camden, N. I. United States. | 


THE TELEGRAPH IN ARIZONA.—The railroad wire 
(leased by the Western Union) has been extended east- 
ward through Arizona. It has now reached beyond 
the Gila river, 82 miles east of Fort Yuma, which latter 
is said to be the hottest spot on earth, to the place 
known as Maricopa Wells in the centre of Arizona, 
and construction has been suspended during the 
hot season, until cooler weather in the fall. Within 
a twelvemonth or so, it is anticipatedthat the overland 
and all-rail trip can be made by this southern route, 


VARLEY’S ELECTRIC HARMONIUM.—This consists 
of a gamut of tuning forks arranged as spring contact- 
breakers. A key-board is attached, and the depression 
of any key directs the current through an electro- 
magnet, under the influence of which the fork applied 


_ to it vibrates, and the corresponding fork is thereupon 


set into similar vibration, The feeble tones of the fork 
were much increased when a telephone was placed in 
circuit, and was still further increased when the tele- 
phone was replaced by a piece of apparatus acting like 
a Leyden jar, and consisting of a sheet of thin gutta- 
percha, with perforated zinc on one side, and thin tin- 
foil on the other.—Proccedings of Newcastle Chemical 
Society. 


ELECTRO-BRONZED IRON.—A process for covering 
iron with a durable coating of bronze by electrolysis 
has been patented by the Philadelphia Smelting Com- 
pany. The articles to be bronzed are first put into a 
bath of paraffin, which stops further oxidation. They 
are then coated with a metallic matter and immersed 
in the electro-bronzing bath. When taken out they 
are treated with a protecting varnish before being ready 
for use. The ‘ deoxidised bronze” employed is an 
alloy of copper and tin, highly malleable, and capable 
of a smooth finish. | 


THE THERMAL AND GALVANOMETRIC LAWS OF THE 
ELECTRIC SPARK 1N GASEs.—To study this subject M. 
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Villari has constructed a glass globe thickly coated with 
shellac, and furnished with four tubes, two vertical and 
two horizontal. These last are traversed by two brass 
electrodes, interiorly terminated by short wires of 

latinum or silver, with knobs of silver or platinum, 
and exteriorly terminated by brass balls. To the upper 
tubes is fitted a cock which allows different gases to be 
introduced. To the lower tube is fitted a lone glass 
tube, of about 3 mm. diameter externally. This last 
tube is maintained vertical and plunged at its lower 
extremity in a glass which holds a mixture of glycerine 
and water. The apparatus is enclosed in an insulating 
box. This novel thermometer was placed in the circuit 
of a battery of eighteen Leyden jars. In the same 
circuit is placed also an electrometer jar, and a hand 
key. The battery was charged by the aid of a Holtz 
machine ; the discharge produced a spark in the globe, 
and the heat resulting from it depressed the level of 
the glycerine in the vertical tube, With this appara- 
tus (the electrometer serving to measure the quantity 
of electricity furnished by the battery), M. Villari 
finds that for nitrogen, oxygen, hydrogen, and car- 
bonic acid (1) the heat developed in the gas by an 
electric spark is directly proportional to the quantity of 
electricity which produces the spark. With a galvano- 
meter in circuit, M. Villari also found that’(2) the 
deflections produced by the discharges of the jar were 
proportional to the quantities of condensed electricity. 
Further (3) the deflections produced by the discharge of 
condenser are constant and independent of the length of 
the spark produced in any part of the circuit; (4) the 
quantity of heat developed in a gas by the electric 
spark increases in proportion to its length, a result 
which implies that the temperature of the spark at its 
different points is independent of its length, and that 
the electric resistance of the gas is proportional to the 
thickness of the gaseous bed traversed by the discharge. 
(5) When the charge which produces the spark remains 
the same the quantity of heat developed by that spark is 
independent of the surface of the condenser. (6) The 
galvanometric deflections produced by the discharge of 
a condenser is independent of its surface. Tosum up, 
the thermal and galvanometric deflections produced 
by spark or by discharge of condenser, are proportional 
to the quantity of electricity which produces them, and 
at the same time to the length of their active circuits, 
that is, the length of the spark or the length of the 
galvanometer wire. 


Fragments of Science: a series of detached Essays, 
Addresses, and Reviews, by JOHN TYNDALL, F.R.S. 
6th Edition. Longmans & Co., London. 


For clear cut thought, lucid style, and felicitous 
words Prof. Tyndall is admittedly the best of 
our scientific writers; and in these two handsome 
volumes he has embodied all his shorter master- 
pieces. Here will be found his famous Belfast 
Address which shocked, and reasonably shocked, so 
many theologians at the time it was delivered, and 
called forth an avalanche of criticism on the daring 
climber who had scaled the Alpine heights of 
Materialism and brought back tables of stone, in- 
scribed with nothing, to his generation. And here 
too, will be found his replies to that criticism, together 
with papers descriptive oftrips to Algeria, Niagara, 
and other well-known places often described b 

artists but seldom by a man ofscience. The author's 


. Modern Materialism could hardl 


speculations on vitality, the nature of man, the 
efficacy of prayer, are profoundly interesting, but with 
all the incisive logic and trenchant phrase which 
Prof. Tyndall brings to bear upon them, the 
reader has still a comfortable feeling, that there is 
something in prayer and vitality which eludes the 
critics mechanical analogy and the vivisector’s knife. 
find a more 
eloquent exponent than Dr. Tyndall; but, after 
all, the soul is a thing which defies the prying ofa 

hysicist, and the tests of a laboratory. The recent 

oyal Institution lecture on the electric light con- 
cludes the book. 


Hew Batents—1879. 


2238. “Improvements in apparatus for transmitting 
and receiving signals, orders, or messages, for use on 


board steam and sailing ships and in mines, buildings, 


and other places.” J.S. STARNES. 


2301. “Apparatus for electric 
WERDERMANN. Dated June 10. 


2321. “‘ Apparatus for the production and regulation 
of electricity applied for illumination.” J. D. F. 
ANDREws. Dated June 11. 


2322. ‘‘ Electric lamps.” C. D.ABEL (communicated 
by H. Sedlaczek and F. Wikneill). Dated June 11. 


2339. “Improved means of obtaining light by 
electricity.” A. M. CLARK (communicated by A. de 
Méritens & Co.). Dated June 12. 


2340. “Electrodes used in the production of the 
electric light.” A. M. CLark (communicated by C. J. 
P. Desnos). Dated June 12. 

2397. “Improvements in joining telegraph and 
fencing wires and other wires and strips of metal, and 
in joining wires to rings or hooks for hanging pictures 
and for other like purposes.” J, SHELDON. Dated 
June 17. 

2402. ‘“‘Improvements in electric lights and in 
apparatus for developing electric currents and re- 


Dated June 6. 
lighting.” R. 


gulating the action of the same.” T. A. Epison. 


Dated June 17. 


2481. “‘Apparatus for the transmission of power 
by electricity.” J. Hopkinson. Dated June 21. 


2497. ‘‘ Transmitters for telephones.” A. Marr, 


_ Dated June 21. 


2543. ‘‘Improvements in the manufacture of carbon 
candles or points, and of carbon plates for electric 
lighting and other purposes.” F.J.pE HAMEL. Dated 
June 25. 

2554. ‘‘ Improved means and apparatus for producing 
motive power chiefly for the rotation of magneto- 
machines used for lighting purposes.” J. B. RoGERs. 
Dated June 25. 


2575. ‘“‘Telegraphic apparatus for railways.” E 
TyeER. Dated June 26. 


2600. “ Receiving apparatus for telephonic com- 
munication.” F. A. ORMISTON (communicated by H. 
M. McIntire), Dated June 27. 


2629. ‘‘An improved submarine telegraphic cable.’ 
A. BLONDOT, J. Bourpon. Dated June 30. 


2652. ‘Electric lamps.” C. W. SIEMENS (com- 
municated by F. Von Hefner Alteneck). Dated July 1. 


2654. “ Telegraphic apparatus.” E.C. WARBURTON, 
L. J. CRosstey. Dated July 1. 


| 
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2656. ‘‘ Means and apparatus for immersing sub- 
marine telegraphic cables.” A. BLONDOT, J. BouRDON. 
Dated July 1. 


ABSTRACTS OF PUBLISHED SPECIFICA- 
TIONS.—1878. 


3676. “ Magnets and armatures for producing motive 
power.” H. E. Newton. Dated Sept. 17. 6d. A 
disc of metal or other material carrying a number of 
armatures is made to revolve either in a horizontal or 
vertical direction. A number of magnets equal to the 
number of armatures are arranged round it and each 
is attracted in succession by the permanent magnets. 
Each of the latter is temporarily neutralised after 
performing its attractive duty. 


3707. “ Galvanic batteries.” (C. E. Basevi. Dated 
Sept. 19. 2d. This describes a zinc-carbon element 
in a corked vessel which prevents escape of free 
hydrogen. (Not proceeded with.) 


3713. ‘Galvanic batteries.” J. D. Apams (com- 
municated by Alfred Niaudet, Paris), Dated Sept. 
19. 6d. In this battery chloride of lime is the 
depolarizing salt. The zinc pole is plunged in a 
solution of common. salt and water: the carbon 
pole is surrounded with chloride of lime in a porous 
jar; the battery is enclosed in a hermetically sealed 
box. 


3744. ‘Telegraphing on board ship.” E. A. 
CaMINADA. Dated Sept. 21. 6d. This describes a 
plan for telegraphing the position of the rudder or 
other information on board ship by means of 
electricity. 


3892. “Telephones.” J. H. JOHNSON (communi- 
cated by F. A. Gower and C. Roosevelt, Paris). Dated 
Oct. 3. 6d. This describes Gower’s well-known tele- 
phone call by means of a reed in the diaphragm. See 
TELEGRAPHIC JOURNAL, March 1. 


3916. ‘* Microphonic speaking .apparatus.” C. F. 
VAREY. Dated Oct. 4. 2d. The apparatus consists 
of a carbon pencil microphone enclosed inacase. The 
air inside the case is set in vibration by the voice by 
means of a diaphragm in one side of the case. 


3923. ‘Construction of electro-magnetic letter in- 
dicating and type printing telegraph instruments.” 
W. E.IrisH. Dated Oct.5. 6d. The object of this 
invention is to render type printers self-acting, 
requiring no train of clockwork, all the work being 
done by a simple electrical make and break action. 


3924. ‘Electrical apparatus for telegraphic and 
similar purposes.” S. F. V. CHoATE, New York. 
Dated Oct. 5. 8d. This describes a plan for facilita- 
ting working on submarine cables by means of 
repeaters sunk in hermetically sealed globes at a point 
on the cable between the sending and receiving 
stations. 


3930. “‘ Telephonic apparatus for domestic and other 
uses.” J. H. McLure. Dated Oct. 5. 6d. This 
describes an indicator for central telephone stations 
common to all the circuits. 


3960. “Telegraphic transmitting, receiving, and 
call apparatus.” J. F. BaiLLey. Dated Oct. 8. 6d. 
This apparatus works without a battery by the 
induction produced by rapid separation of an armature 
from the poles of a magnet. It is both receiver and 
transmitter and contains two armatures, one of which 
is moved by the operator in order to produce a signal 
in the line, the other under the influence of currents in 
the line strikes out signals. 


3971. “Connecting the ends of wire for continuous 


fencing, electric telegraphs, &c.” G. and E. Woops. 
Dated.Oct.9. 6d. This consists in a mode of jointing 
wires by nipping the two ends between metal surfaces 
of a connecting piece. 


3976. ‘‘ Magneto-electric machines.” M. R. Wonpe. 
Dated Oct. 9. 6d. This consists in forming the 
armatures of magneto-machines in such a way that the 
pole pieces of the magnets and the core of the armature 
are close together. This is done by nicking out the 
core of the armature and winding the coils in the 
niches, 


3988. ‘ Electric lighting, &c.” St. G. L. Fox. Dated 
Oct.9. 6d. This consists in making an incandescent 
lamp from a strip of platinum or platinum-iridium 
alloy. On each side of this strip is placed a sheet of 
mica or talc to prevent cooling of the strip by the 
atmosphere. A spiral coil of foil with a tube of talc, 
kaolin, glass, steatite, or lime, within the spiral, and 
with a tube of talc, glass, &c,, just covering it outside 
is also used. By increasing the width or number of 
strips more volume of light is obtained, by shortening 
them, more intensity. Planté secohdary batteries 
may be used at the main and the earth. 


4006. ‘‘ Electric lighting apparatus.” P. DENsEN 
(communicated by Siegfried Marcus, Vienna). Dated 
Oct. 10. 6d. This describes an incandescent carbon 
lamp similar to Reynier’s and Werdermann’s. A 
vertical carbon pencil rubs upon a rotating cylinder of 
carbon, and the current passing from the pencil to the 
cylinder causing the point of the former to glow. The 
pencil is pressed forward as it consumes by a weight 
and pulley. | 


4007. “ Electric clocks.” R. H. BRANDON (com- 
municated by C. W. Firnhaber, Paris). Dated Oct. 10. 
6d. This describes an electro-magnetic arrangement 
for regulating clocks by a motor clock. 


4016. “ Electric lighting, heating, and motive power 
apparatus,” JOHN Munro. Dated Oct. 11. 4d. 
This consists of a current divider or distributor for the 
electric light, capable of feeding a large number of 
separate lamps, without interference of one light with 
another. It is based on the principle that if the current 
supplying a lamp be an intermittent one whose 
pulsations succeed each other a sufficient number of 
times per second the effect is the same as if it were a 
continuous current. A shaft connected to the source of 
electricity revolves with great rapidity and distributes 
the current to a series of branch circuits set radially 
round the shaft, one after another by means of brushes, 
cams, or helical contacts. This shaft may be driven by 
clockwork or electricity &c. Besides the rotating shaft, 
oscillating shafts, levers, and vibrating bodies, such as 
tuning-forks, may .be used to distribute the current. 
The divider may be placed beside the generator, or at a 
distance from it, in a house, so as to supply a given 
number of lights. The intermittent currents from the 
divider are rendered continuous again, or nearly so, by 
being passed through induction apparatus and 
secondary batteries. (Not proceeded with.) 


4022. ‘‘ Arrangements for electric lighting.” J, W. T. 
Cavett. Dated Oct 11. 4d. This consists of a current 
regulator in which a carbon resistance dipping into 
mercury is inserted in the circuit of the lamp, By 
means of electro-magnetism this carbon is plunged 
more or less in the mercury according to the strength 
of the current, thereby interposing more or less resist- 
ance in Circuit. 


4031. ‘‘Softening or diffusing electric and other 
light.” A. M.CLark (communicated by L. Clémandot, 
Paris). Dated Oct. 11. 6d. This consists in using 
globes formed of two shells with glass wool between. 
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SOUTH AFRICAN TELEGRAPHY. 


TELEGRAPHY is making great strides in South 
Africa. Early in January last the line from Durban 
to Fort Pearson was opened. In February the 

nd trunk line from Maritzburg, inland to Pretoria 
was commenced, and it was completed and opened 
as far as Utrecht in the Transvaal in the middle 
of May. The telegraphic communication is now 
complete from the Zulu border at its two 
extreme points, the south-east and the north-west 
to Cape Town. The advantages accruing in a 
military sense from such a fact are self-evident ; 
they cannot be over estimated. The credit of this 
most useful work is due to the untiring energy and 
able organising power of Mr. Sivewright, in whose 
hands is now vested the general management of 
South African telegraphs in both the Cape Colony 
and Natal. | 

The Natal Mercury on this subject says :—Mr. 
Sivewright may be regarded as the practical 
harbinger of Confederation, as he has done more 
to unite the erewhile separated communities of 
South Africa, and to identify their interests and 
concerns, than any living man. Most effectively 
aided by his indefatigable constructor, Captain 
Fraser, he has brought the Cape and Natal, the 
Diamond Fields and the Cape, Natal and the 
Transvaal, Zululand and Natal, within speaking 
range of each other. He has done this in spite of 
apathy, sloth, and division amongst ourselves, and he 
deserves all the credit and thanks that we can accord 
him for valuable services zealously and successfully 
rendered. 


Proceedings of Societies. 


PHYSICAL SOCIETY.—June 28TH, 1870. 
Prof, W. G. Apams in the Chair. 


Pror. W. G. Apams described his New Measuring 
Polariscope. The polariscope consists of three prin- 
cipal parts. ‘The lowest section consists of a mirror, a 
lens, a Nicol’s prism, and two otherlenses. The upper 
section consists of similar lenses and Nicol’s prism 
arranged in the reverse order. Each lens and Nicol’s 
prism is supported separately by screws, and its 
position can be altered independently of the others. 
These two parts form a complete polariscope. Besides 
these, there is a middle piece, consisting of two lenses 
(nearly hemispheres) forming a box to enclose the 
crystal immersed in oil, their curved surfaces being 
concentric. The whole middle piece is supported on 
the tubes of the upper and lower portions, and may be 
turned about the optical axis of the instrument. The 
vertical graduated circle carrying the central lenses and 
crystal may be turned through any angle about its 
horizontal axis. By means of an arc fastened 
perpendicularly on the graduated circle with its centre 
at the centre of curvature of the central lenses, the 
crystal may be turned about another horizontal axis 
at right angles to the former, so that the crystal and 
central lenses can be turned about each of three axes 
which are mutually at right angles. By means of a 
system of toothed wheels in gear with the rim of the 
central lenses the crystal and central lenses may be 
turned separately about the optical axis of the instru- 
ment, so as to bring the plane of the optic axes of a 
biaxial crystal parallel to the plane of the vertical 
graduated circle. 

Sir John Conroy, Bt., read a paper on “The 
Distribution of Heat in the Spectrum.” After referring 


to Dr. T. W. Draper’s supposition that all the rays in 
the spectrum have the same heating effect, and to his 
statement that owing to the MT dispersion of the 
prism for rays of different refrangibility, the method 
that has been used for determining the calorific intensity 
of the various parts of the spectrum, is an essentially 
defective one. He described a graphical method for 
eliminating the effects of the unequal dispersion of the 
prisms, and showed, from MM. Fizeau and Foucault’s 
measurements, and also from those of Jamansky and 
Professor Tyndall, that the maximum intensity is 
about the middle of the spectrum and not at the red 
end; and further, that the curves given by various 
observers as representing the intensity of the hgat in 
different portions of the spectrum are in reality the 
“Dispersion Curves” for the particular prisms employed. 

Mr. GRANT then described an investigation which 
he had made into the induction lines round two parallel 
coils of wire ; in the primary coil an intermittent current 
of electricity from a Leclanché battery flowed, and in 
the secondary a telephone was connected up to detect 
the induction sounds. With this apparatus he found 
that with the coils kept parallel to each other, there 
were lines, or rather a surface of minimum induction 
surrounding the primary, and that if the secondary 
were placed in these lines hardly any induction noise 
could be ‘detected, A diagram representing a medial 
section through the coils showed the lines to proceed 
from the wire of the coils in two curves resembling 
parabolas, one from each cross-section of the wire out- 
wards, as shewn in the figure. 


Dr. SHETTLE then described his experiments proving 
the lines of force in a bar magnet to run spirally round 
the bar between the equator and poles: the equator 
being decentred and oblique across the bar as shown by 
diagrams, | 

Prof. RowLAnp of Baltimore made some observations 
on the new theory of terrestrial magnetism of Profs. 
Ayrton and Perry. He said the experiments on which 
the theory was founded had been attributed to Helmholtz, 
but they were entirely his own, he having gone to Berlin 
to make them. The new theory had occurred to him- 
self. On making these experiments out he had rejected 
it because he found that the potential which the earth’s 
surface would require to have would’ not only cause 
violent planetary disturbances, but by mutual repulsion 
drive objects off the earth. He had made also an 
experiment to see if absolute’ motion of electricity 
would cause magnetisation, but failed to get any effect 
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fromit. Then he resorted to calculation to find the 
magnetic effect of relative motion by rotation of a 
charged sphere of perfect magnetic permeability that is 
more magnetic than iron. He found that when the 
sphere was uniformly charged and rotating there would 
bea magnetic field in its interior; but instead of the 
result of Messrs, Ayrton and Perry that if the earth 
were charged to a potential of, he believed, 10% volts 
relatively to interplanetary space, the earth’s magnetism 
would be what it is. He found the necessary charge to 
be 61 x 10° volts. Inthe ordinary atmosphere this poten- 
tial would produce a spark nine million miles long, and 
discharge across to the moon. If the moon were 
electrrfied to the same degree the mutual repulsion 
would overcome the force of gravity between them. 
He therefore considered terrestrial magnetism to,be 
still a mystery. 

He had also thought that the aurora borealis might be 
explained by supposing the upper regions of the earth’s 
atmosphere electrified; the winds carrying the upper 
strata towards the poles, electricity would condense 
there. This hypothesis is tenable still. 

Prof. AYRTON said that whether or not the new 
theory of magnetism should be so rejected depended 
on whether or not, Prof. Rowlands calculations or 
those of himself and Prof, Perry were wrong. It had 
been found by Sir William Thomson from experi- 
ments at: Arran, that the earth was electrified with 
respect to the earth and that there is a difference of 
potential of 30 volts between earth and air for each 
foot of ascent. This gave 1360 x 10! centimetre- 
gramme-second electrostatic units as the potential of 


the earth. . The new theory required the potential to be. 


1011 x 10!! supposing the earth to be of solid iron, or 
about 14 times more—a wide margin. 

Prof. ROWLAND said he had not seen the calculations 
of Profs. Ayrton and Perry yet, but he believed his 
results to be correct, as he had checked them. 

Mr. BaiLiey exhibited a modification of Avago’s 
experiment, in which a copper disc is caused to rotate 
continuously by changing the polarity of four electro- 
magnets underneath by a revolving commutator. 

Mr. Conrap CookE exhibited a single voltaic element 
showing the internal current. This is done by forming 
the glass vessel containing the element into a helical 
tube between the poles, and hanging a galvanometer 
needle in the interior of the helix; the internal current 
deflects the needle. 


General Science. 


MALLEABLE BRONZE.—A collection of bronze plate as 
malleable as iron, and a quantity of leaves, wires, tubes, 
&c., of the same material, was recently exhibited at a 
seance of the French Academy of Sciences. ‘They were pro- 
duced by a process still kept secret by its inventor, M. Reynier. 

MALLEABLE Brass is made by alloying 33 parts of 
copper and 25 of zinc, the copper being loosely covered 
with the zinc in the crucible. As soon as the copper is 
melted, zinc purified by sulphur is added. The alloy is 
then cast into moulding sand in the shape of bars, which 
are malleable into any form when still hot. 

Coatinc Copper WITH IRON.—Professor Boettger re- 
commends the following solution for coating copper plates 
with iron. Ten parts of ferro-cyanide of potassium and 
twenty parts of cartrate of soda are dissolved in 220 parts 
of distilled water, adding a solution of three parts sulphate 
of iron in fifty parts of water. Caustic soda solution is 
then poured into the mixture until the Prussian blue 
formed is re-dissolved. 

M. ToseELtt is the inventor of the bi-automatic grapnel, 
which, by means of water pressure, either opens out 
or spurts its flukes round the body it is intended to lay 


| 


hold of, At Ajaccio recently, a sack of merchandise, 
weighing 50 kilograms, and at the port of Nantes, a 
quantity of coal were raised in a few minutes by this 
grapnel. A closed electric lamp, with a reflector to direct 
the beam downwards on the flukes, is also fitted over this 
grapnel to illuminate the bottom in shallow waters. 


City Hotes. 


Old Broad Street, July rath, 1870. 


EASTERN TELEGRAPH Company.—lIn anticipation of 
the meeting, the half-yearly report of this Company has 
been circulated. It shows a balance of £144,342, from 
which £14,480 has been paid in interest on debentures, 
and £20,560 is required for dividend to the 31st March 
last at the rate of 6 per cent. per annum on the pre- 
ference shares. An interim quarterly dividend of 14 
per cent. has already been paid on the ordinary shares, 
and it is now proposed to declare a final dividend for 
the year ended March last of 2s. 6d., making, with 
three previous payments on account, a total dividend 
of 5 per cent. for the twelve months. The sum of 
£16,876 is to be added to the reserve fund, raising it to 
£175,512. The Telegraph Construction and Mainte- 
nance Company have engaged to manufacture and lay 
the cables between Aden and Natal, and provide a 
suitable maintenance ship at a cost of £950,000. The 
work is to be completed by December next. As the 
directors consider it inexpedient that the Eastern Com- 
pany should take the entire responsibility of the under- 
taking, it is proposed to form a separate concern, to be 
called the Eastern and South African Telegraph Com- 
pany, with a share capital of £400,000 and mortgage 
debentures for £600,000. | 

THE Eastern Extension Company have declared 
an interim dividend, for the quarter ending March 31st 
last, of 2s. 6d. per share, or at the rate of 5 per cent. 


. per annum, free of income-tax. 


TELEGRAPH CONSTRUCTION AND MAINTENANCE Com- 
PANY.—The directors have declared an interim dividend 
of 12s. per share, or at the same rate as for the corres- 
ponding period last year. 

The following are the final quotations of telegraphs for the 
12th inst.:—Anglo-American, Limited, 543-55; Ditto, Pre- 


ferred, 842-854; Ditto, Deferred, 264-27; Brazilian Sub- 


marine, Limited, 63-7 ; Cuba, Limited, 8-84; Cuba, Limited, 
1o per cent. Preference, 16-17; Direct Spanish, Limited, 
13-24; Direct Spanish, ro per cent. Preference, 103-114; 
Direct United States Cable, Limited, 1877, 108-10$; 
Eastern, Limited, 78-71; Eastern, 6 per cent. Debentures 
repayable October, 1883, 105-1c8; Eastern 5 per cent. 
Debentures repayable August, 1878, 103-105; Eastern, 
6 per cent. Preference, 113-12 ; Eastern Extension, Austra- 
lasian and China Limited, 73-74; Eastern Extension, 6 per 
cent. Debenture, repayable February, 1891, 108-111 ; Ger- 
man Union Telegraph and Trust, 73-84; Globe Telegraph 
and Trust, Limited, 43-5; Globe, 6 per cent. Preference, 
10}-11 ; Great Northern, 83-8}; Indo-European, Limited, 
20}-21}4 ; Mediterranean Extension, Limited, 24-3; Medi- 
terranean Extension, 8 per cent. Preference, 9-93; Reuter’s, 
Limited, 9-10; Submarine, 225-235; Submarine Scrip, 
2-21; West Coast of America, Limited, 1-14; West India 
and Panama, Limited, 13-1#; Ditto, 6 per cent. First 
Preference 7$-8} ; Ditto, ditto, Second Preference, 7#-7% ; 
Western and Brazilian, Limited, 3-35; Ditto, 6 per cent. 
Debentures “ A,” 96-100, Ditto, ditto, ditto, “ B,”’ 88-633 
Western Union of U.S. 7 per cent., 1 Mortgage (Build- 
ing) Bonds, 118-122; Ditto, 6 per cent. Sterling Bonds, 
106-108; Telegraph Construction and Maintenance, 
Limited, 30-314; Ditto, 6 per cent. Bonds, 106-108; 
Ditto, Second Bonus Trust Certificates, 2k-24 ; India Rut- 
ber Co., 124-123; Ditto, 6 per cent. Debenture, 105-108. 


| 
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ELECTRIC LIGHT APPARATUS, 


FOR EXPERIMENTS, &e. 


LAE, LA 


| 


OF 


Wilt, | | 


il ith 


No. 1 Set—Price £5.—This Apparatus consists of a self-regulating Electric Lamp, with silvered 
copper reflector; a powerful Galvanic Battery of 10 cells, with sufficient acids, &c., to work it several times, 
and all the necessary connections and conducting wires. 

_ No. 2 Set—Price £10.—This Set is similar to No. 1, but the battery consists of 30 cells, and is 
capable of lighting up brilliantly a moderate sized shop or room. 

No. 3 Set—Price £20.—This set is similar to the preceding, but the battery consists’ of 50 large 
sized cells, and the illuminating power is much greater. 


APPARATUS FOR USE WITH THE ELECTRIC LIGHT 
Batteries, Carbons, Conducting Wires, Regulators, 


Agents for HICKLEY’S PATENT TELEPHONES, price £2 10s. per pair. 


PRICE LISTS of SCIENTIFIC APPARATUS and CHEMICALS, Post Free 3d. each. 
SPECIAL QUOTATIONS TO THE TRADE AND LARGE CONSUMERS. 


NE. JACKSON CO. 


(J. ORME & H. M. CAPNER.) 


65, BARBICAN, LONDON. 


ZANNI & BRIDGER, 
MAGNETIC AND ELECTRIC TELEGRAPH WORKS, 


1, JAMES STREET, OLD STREET, LONDON, E.C. 


Magneto-Electric Bell Pulls, entirely 
dispensing with the use of battery ; very 
useful for Private Houses for ringing from 
House to Stable ; for Ship’s Cabin; also 
made larger to ring gongs for Mines, &c. 
Used with great success withthe Telephone. 


Magneto na Electric Alphabetical 
Instrument, | 

Patent -Instrument to work 
without Battery. 

GT qu Batteries and all kinds of Electric Bells 

re Buttons, Indicating Tablets, with the lates; 

= = CONSULTING ELECTRICIAN—G. ZANNI. 
Liberal Discount to Trade. 


ZANNI. 
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DESIGN AND WORK: 


AN ILLUSTRATED JOURNAL OF INVENTIONS, | 


MANUFACTURES, SCIENCE & ART. 
Office: 41, Tavistock St., Coyent Garden, London, W.C. 


This Journal is devoted to the Advancement of the 
Exact Sciences, to 


CHEMISTRY in the Class and the Laboratory, 
To the Use of 


TOOLS in the WORKSHOPS of AMATEUR and 
PROFESSIONAL WORKERS; 


AND MACHINERY OF EVERY DESCRIPTION. 
The Progress of Electro-Metallurgy ; 
THE MICROSCOPE AND its ACCESSORIES ; 
THE LATHE and its Uses; 
AMATEUR WATCH & CLOCK REPAIRING. 
Physical Science in General, 

With Puorocrapny, TELEPHONY, and PHONOGRAPHY. 


The Organ, Violin, Harmonium, and other 
Musical Instruments. 


British and Foreign Inventions, Science and Art. 

ÆElectricity and Electrical Apparatus, 
ASTRONOMY AND ASTRONOMICAL INSTRUMENTS, 
Intercommunication between Readers on all Subjects of 

Genuine Interest, &c., &c. 


Weekly, 2d. ; by post, 2d. Monthly parts, od., and by 
post, 1s. Quarterly subscription, post free, 2s. od. 


ELECTRICAL, SCIENTIFIC, AND PHOTO- 
GRAPHIC APPARATUS 


FOR AMATEURS AND THE TRADE. 


Electric Bells, Indicators, and Automatic Switches. 
Microphones from 1s. 6d. 
Indication Coils, Lamps and Batteries, Magnets, Wires, Carbons, 
Terminals, &c. Illustrated Catalogue, one stamp. 


Most Sensitive Dry Plates, Paper and Chemicals. Photographic 
List free. Repairs and Alterations to Instruments. 


DALE & CRAMPTON, 


Manufacturing Electricians, 


4, LITTLE BRITAIN, LONDON, E.C. 


THE BIRKBECK BUILDING SOCIETY'S ANNUAL 
RECEIPTS EXCEED FOUR MILLIONS. 


HOW TO PURCHASE A HOUSE FOR TWO 


f GUINEAS PER MONTH, 
With Immediate Possession and no Rent to ,—Apply at 
_ Office of the Birnxsecx BUILDING Society, 


Buildings, Chancery Lane. 


HOW TO PURCHASE A PLOT OF LAND FOR 


FIVE SHILLINGS PER MONTH, 


With Immediate Possession, either for Building or Gardening pur. 
—Apply at the Office of the BIRKBECK FREEHOLD Lanp 


IETY, 29 and 30, Southampton Buildings, Chancery Lane. 


HOW TO INVEST YOUR MONEY WITH 


SAFETY. 


Apply at the Office of the BiRKBECK BANK, 29 & 30, Southampton 
Bulidings, Chancery Lane. Deposits at varying of 
interest for stated periods, or repayable on demand. 

Current Accounts opened with Persons properly introduced, and 
Interest allowed off the minimum monthly balances. English and 
— Stocks and S purchased and sold, and Advances made 

ereon. 

Office hours from 10 to 4; except on Saturdays, when the Bank 
closes at 2 o’clock. On Mondays the Bank is open until 9 o'clock 
in the Evening. 


A Pamphlet, with full particulars, may be had on application, 
FRANCIS RAVENSCROFT, Manager. 


_ POCKET SOUNDERS FOR LEARNING MORSE CODE, 


Of Superior Make. In Brass, 8d. each. Nickel Plated, 1s. each. 


44, Gloucester St., Queen's Square, Bloomsbury, 


Le Numéro: 50 centimes. 


L'Electricite Revue Scientifique 


Illustree. 


Paraissant le 5 et le 20 de chaque mois, 


BEAUX-ARTS—INDUSTRIE—MEDECINE— 
ART MILITAIRE MARINE. 


Abonnements: Paris et Déparements, 12fr.; Etranger, 


le port en sus. 
Administration et Rédaction : 16, Rue du Croissant, 
Paris, 


THE EUROPEAN 


Is the leading Title of Eight totally distinct Papers, circulating as follows :— 


EDITION. 


No. of Issues Annually. 


A, throughout the West Indies, Central America, Mexico, Chili, Peru, &c. ... ove see 24 


EL i North America, i.e. the United States, Canadian Dominion, British America, 

Cuba, &c. eee ee .… eee eee eee eee eee eee eee 12 

D. ‘is the Brazils and River Plate, Azores, &c. ... side 24 

E,. à the East, z.e. India, Burmah, Egypt, China, Japan, Ceylon, Penang, Singapore, 

Siam, Sumatra, Java, Borneo, Philippine Islands, Mauritius, &c.  … ose 12 

G. Australia, New Zealand, Fiji, &c. 13 

K. the West Coast of Africa, Madeira, &c. ... 12 

Total 


Each Edition of THE EUROPEAN MAIL contains every item of intelligence from Mail to Mail, specially affecting the 
country or colony for which it is published, with an exhaustive resume of Home and Continental Politics, Science, Art, and 
Social News, together with a retrospect of Commercial transactions in Great Britain and on the Continent, thereby rendering 
it at once the highest commercial authority, the most complete Newspaper despatched from England, and the best medium 
for the insertion of Advertisements of all desiring to cultivate trade in all Foreign and Colonial Markets. 


Advertisements inserted in the Series come under the notice of the reading public of the whole civilised world. —s_ 
Specimen Copy of any Edition, with particulars of Subscription of Tariff for Advertisements, forwarded on application 


to THE PUBLISHER. 


| 
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HENRY WIGGIN & COMPANY, 


(Late EVANS & ASKIN,) 


COBALT AND NICKEL REFINERS AND GERMAN SILVER MANUFACTURERS, 
BIRMINGHAM. 


Anodes supplied for Nickel Plating, of any shape. or dimensions. 
. Price from 3s. per pound. 


GENTLEMEN desirous of having “ THE TELEGRAPHIC JOURNAL” forwarded to them regularly can 
have it sent by filling up this form and returning it to the Publishers, 10, PATERNOSTER Row, Lonpon, E.C. 


Please supply “The Telegraphic Journal ” for the year 187 , for which I inclose Post Office 
Order for 
ame 


Address 


Date 


Subscription : Post Free in Britain, nine shillings and fourpence; to countries in Postal Union, ten shillings 
and fourpence. P.O, Orders to be made payable to HAUGHTON & CO., at the Chief Office. 


New York: D. VAN NosTRAND, 23, Murray Street, and 27, Warren Street. Paris: M. BREGUET, 39, Quai de 
l’Horloge; Madame VEUVE J. BoYVEAU, Librairie Etrangère, 22, Rue ae la Banque. 
BERLIN : A. AsHER.& Co., 5, Unter den Linden. | 


THE 


_ An improved form of Magic Lantern, burning paraffin oil, and giving a powerful light up'to an 8 or 10 feet disc. 
THE rpg és tra was = first of these lanterns introduced, and still holds its Fe as the best _. a host of 
imitations. 
The principle of the tight is two parallel flames placed edgewise to the condense. 
Always ready—a few seconds only required to put in operation, 


The Improved Sciopticon is the only Lantern in the market constructed 
on scientific principles. It is arranged so- that the whole of the light from the 
condensers passes through the front lenses, the focussing being done with the 
slide, thus giving a greatly increased light on the screen and much better 
definition. Price £6 6s. É 


Catalogue of Sciopticons and Appliances. LES =m 
SCIOPTICON MANUAL OF INSTRUCTIONS ls" 
AND EXPERIMENTS. 15 Stamps. 
Fourth Edition in the Press. 


WOODBURY LANTERN SLIDES. 


Superior to all other photographic slides, being permanent pigment photographs, 

and printed in transparent colours, every gradation of shadow is brought out on 

the screen, Their warm tone also contrasts most favourably with the cold 
photographic colour. 


THE SCENOGRAPH. 
A very light and portable Tourist’s Folding Pocket Camera. By the New Dry Process, Chemicals 
are left at home, and the Sensitive Plates developed at leisure. No previons knowledge necessary. 


No. 1. For Pictures 41 x 34, with lens stand and can ose” ee ose 35/- 
No. 2. For Stereoscopes or Cabinets | 50/- 
No. 3. For Pictures, 7 x 5 “ ‘a oe 50/- 


Well adapted for use of Engineers, &c., for taking photographs of D or progress of works, 
Manual of Instruction (with Photo) seven stamps. 


SCIOPTICON COMPANY, 


157, GREAT PORTLAND STREET, LONDON, W. 


— 
Hi | 
= … 
| 
| 


ss, GREAT SLT, LONG ACRE, W.C. 


M. SADIER, 
INVENTOR OF THE 


UPRIGHT MAGNETIC MACHINE] 
‘ © il So universally used by the Medical Profession, 


MANUFACTURER OF 


Electrical, Galvanic, Magnetic, Chemical, Photographic © 
and Pneumatic Apparatus. 


Electric Bells and Indicators of every description. 
For Hotels, Warehouses, Manufactories, Mines, and Domestic and General Use. 


19, ASTON STREET, BIRMINGHAM. 


DAVIS & TIMMINS, 
SCREW MANUFACTURERS. 


Binders, Terminals, Connectors, Clamps, &c., Kept in Stock. 


BOWLING GREEN LANE, FARRINGDON ROAD, E.C. 


ELHOTRIO HOUSE BAILS. 


BURGLAR DETECTORS. FIRE ALARMS. 
Electric Bells on the best system from 8s. 6d. each. 


INDICATORS with Improved Mechanism. CONSTANT BATTERIES. WOOD & CHINA 
PUSH BUTTONS. INSULATED WIRE. 
HOUSES & MANSIONS FITTED. _ ESTIMATES GIVEN. 
ILLUSTRATED CATALOGUES with Diagrams, enabling everyone to fix their own Bells, Post free. 


‘“ Messrs. ARCHBUTT, TESTIMONIAL. ‘ RUGBY, May, 1878.” 
‘“ Your Electric Burglar Detectors fitted in my house last month have already proved efficient.” 


PROFESSOR HUGHES’ MICROPHONE, price complete, with 3 Cell Battery and Instructions, 13s, | 
Magnets of all descriptions. Silk covered Wire. Binding Screws, 3s. per dozen. Double Line Wire 
Is. 6d. per dozen yards. Silk Cord, Switches, &c., &c. Telephone Signal Transmitters, Ios. 64. each. 
The Tourist’s Friend :—A PEDOMETER, registering distance walked, price 16s., post free i in Great 
Britain and Ireland. 


J. & W. E. ARCHBUTT, 


8, BRIDGE STREET, WESTMINSTER, S.w. 
FACING THE HOUSES OF PARLIAMENT. 


PHOTOGRAPHY 


(RAPID DEY PROCES ®). 


Previous Knowledge not necessary. 


No Chemicals required in the field, Tourists’ Pocket Camera and Slides,. 
for Plates 44 by 34. Lens, Patent Folding Stand, Chemical Laboratory, 
and every 


Price Complete, £8 8s. 
THE SAME SET FOR PICTURES 5 x 4, 29 Qs, 


Practical Instruction Free. 
Sensitive Plates 2s. 6d. per dox. 


WRATTEN & WAINWRIGHT, 
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MANUF AOTURING 


7 * 3, BEDFORD -COURT, COVENT GARDEN, 
‘STEAM WORKS-GRAY’S ROAD. 
| ‘EXPERIMENTS IN ELECTRIC LIGHTING CARRIED. OUT. “4 
. PATERSON’S ELECTRIC LAMP & BATTERY, for experiments with the Electric Light, 45 5 
APPARATUS FOR SOIRNCE SOHOOLS AND LECTURE PURPOSES. 


-RUHMEORFPF COILS AND VACUUM mice thas 4e them tested 


Telephones, Telephone Calls, Miectric Bells, Indicators, and Pushes. 
SIEMENS’ & GRAMMES’ DYNAMO-MACHINE and LAMPS on Hire. 


PROFESSOR 8. P. THOMPSON’S LANTERN SLIDE GALVANOMETER, 20, 


New Illustrated Catalogue of 60 pages, post free 6 
) | | Mlectric ht Apparatus as ds new. Siemens’ Dynamo- Machine, Siemens’ Lamp, £1 
7 Le: Lamp, Lio. Serrin's $13. 
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HE. FELEGRAPHIC JOURNAL, 


10, PATHRNO STHR ROW 


:. 


“PUBLISHED ox THE. lst AND 15th OF EACH MONTE. 


“The scale of insertion far Advertisements in this is as follows :— 


ighth ~ j, “OF o.|,Bighth 
Terns for à séries according to contract.” 


Employés Situations and Employers having Vacañcies may Adve 
Three Lines in Single Column without charge. 


P.O.ürders to be pay Havoñron AND at the Chief Office, 


PARIS, 1878. 
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LIGHT ENGINES 


Fitted with their | 
Patent High Speed Governor, 
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The Greatest Re 
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Yi & ; Engineers, ‘Lincoln, 


“LONDON STREET. BC. 
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W. M WARDEN & Co 


ENGINEERS AND CONTRACTORS, 


27, GREAT GEORGE STREET, WESTMINSTER, S.W. 
Gontravtors for the Erection and Complete Equipment of Lines: of 


Telegraph, and for the Supply of Telegraph Stores. 
TUFACTURERS OF TRON POLES AND TELEGRAPH WIRE. 


His ALSO OF EVERY DESCRIPTION OF... 
OFELEGRAPH INSTRUMENTS AND APPARATUS. 


Ww. M. WARDEN, ofr ‘the late Firm of Warden, Muirhead and. Clark. 


Ti TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW, 


. HAUGHTON & co., 10, PATERNOSTER ROW, E.C. 


WORKS COMPANY, LIMITE, 


| nt Wisdhowsn: 108 & 100, CANNON ST; LONDON, E.C. 
| Works : Silvertown, Essex ; Persan Beaumont, France. 


__TELEGRAPH ENGINEERS AND MANUFACT URERS oF 


3.—Submarine, Subterranean, and Aërial. 
Rubber and Gutta-Percha covered in all gauges. 


Instruments, Bells, Resistance Coils, Sir W. Thomson's 
Galvanometers, Condensers, Testing Instruments, &c. 


COLONIES OF THR CELEBRATED LECLAN CHE BATTERY, which has 
; received the most favourable reports from ‘F'el Engineers, and is in use on English 
and Continental Railways. As a Battery for all Telegrap 


The MEDICAL Batty the bei Medios! Battery 
ISULATORS.— tion's Porcelain, Brownware; &er 
MANUFACTURERS OF THE MOST IMPROVED FOR "RAILWAY BLOCK-SIGNALLING. 


GUARD” COMMUNICATOR. 
STORES AND APPARATUS OF BVEBY DESCRIPTION. | 


APPARATUS. 
€ JHE INDIA:RUBBER, GUTTA-PERCHA, & TELEGRAPH COMPANY are Patentees 
pay 


Complete System of Torpedoes for Harbour and Coasi Defence, and of the 
PATENT FIRING BATTERY, 
A Battery for Mining and Blasting Pu 


LUMENTS.—‘' Morse” Inkers, Single Needle, Wheatstone's | Preece’s & Walker's of of 
ATTERIES. MANUFACTURERS FOR GREAT BRITAIN, THELAND, AND | 


+ it is undoubtedly pre-eminent. : 
other kinds of Batteries also manufactured. Bhooite Celis, Carbon 


ly bound in cloth, gilt, Vols. I., IL, NL, IV: V., and VI. Price 10s. 64, each, Nearly at may be had 
or of the Publishers. numbers bound in back wit, 


EMAPHORE REPEATERS “LIGHT” INDICATORS. AND WALKER'S PASSENGER Ano 


ENTERED ANTO SUPPLY, CONSTRUCTION, and MAINTENANCE of TELEGRAPH 
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